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Introduction 
Magnetic  resonance  imaging  (MRI)  is  an  important  and widespread medical  imaging 
modality used in visualizing the structure and function of the human body. It provides 
great soft‐tissue contrast, making it the preferred imaging method for diagnosing many 
soft‐tissue  disorders,  especially  those  found  in  the  brain,  spinal  cord,  and  pelvis  (for 
review see (1‐4)).  
  Magnetic resonance  imaging can be  thought of as a  two‐phase experiment. The 
first phase is termed the excitation phase and involves the creation of MR signal in the 
subject  via  the  use  of  a  Radio  Frequency  (RF) magnetic  pulse.  The  second  phase  is 
termed  the  acquisition  phase  and  involves  the  manipulation  and  collection  of  the 
generated  signal. Generally,  these  two  phases  are  repeated  pair‐wise many  times  to 
acquire  enough  data  to  create  an  image.  This  thesis  is  concerned  mainly  with  the 





dimensions,  while  slice  selection  of  a  thin  slice  is  resolved  only  in‐plane  by  the 
acquisition  phase.  This  localization  stage  of  the  RF  excitation  provides  the  relevant 
signal manipulation  to produce  a  clinical  image with  the desired  contrast,  resolution, 
and  field of view. To  create  localized  excitations,  tailored RF pulses are  required. For 
typical commercial MRI scanners operating at a main magnetic field strength, B0, of 1.5 
Tesla  (T)  or  lower,  single‐slice  or  slab‐selective  excitations  are  relatively  simple  to 
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design,  and  are  routinely  employed  with  great  success  in  clinical  and  diagnostic 
imaging. 
  In  recent  years  there  has  been  a  push  towards  higher magnetic  field  strength 
scanners  to  achieve dramatic  improvements  in  image  signal‐to‐noise  ratio  (SNR)  and 
contrast. However, conventional lower‐field RF design assumptions are no longer valid, 
and  to realize  the benefits of high‐field  imaging  for human studies, new RF excitation 
pulse designs are needed. At present,  the most  critical and pressing problem  in brain 
imaging at 7 T is what is commonly referred to as ‘center brightening’ (5‐7), a dramatic 
spatial variation in the magnitude of the RF excitation magnetic field, B1+, leading to very 
unfavorable  spatial non‐uniformity  in  the  excitation  across  the  region of  interest,  and 
greatly limiting many conventional excitations. Solving this B1+ inhomogeneity problem 
is essential in bringing very high‐field human MRI to clinical use.  
  RF pulses with  spatially  tailored  excitation pattern  can be used  to mitigate B1+ 
inhomogeneity by  exciting a  spatial  inverse of  the  inhomogeneity. While  theoretically 
feasible with conventional RF excitation systems, the primary limitation of such pulses is 
in  their  long duration, which makes  them  impractical  for clinical  imaging. The goal of 
this work  is  to mitigate  the  B1+  excitation  problem  at  high  field while  satisfying  the 




excitation  arrays,  numerous  (expensive)  power  amplifiers,  and  substantially  more 
complicated RF pulse design. A second goal of this thesis is the extension of traditional 
slice‐selective RF pulses, which shape the excited area in 1 dimension, to generalized 2D 
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2002,  but  because  of  expensive  hardware  implementation  for  demonstration, 
experimental  verification was  limited.  In  2005,  at  the  initiation  of  the  research  effort 
described  in  this  thesis,  experimental  verification  had  only  been  carried  out  by 
emulation  on  a  single‐coil  RF  transmission  system  (8,9),  and  one  report  of  phantom 
experiments using  a  3‐channel human, and 4‐channel  animal  scanners  at  3T and  4.7T 
respectively was published in the very early phase of this work (12).  
  The  focus of  this dissertation  is on  the  algorithm design,  implementation,  and 
validation  of parallel  transmission  technology, ultimately with  applications  in human 
imaging. Novel algorithms are proposed which resulted  in excellent excitation control, 
low  RF  power  requirements,  and methods  that  extend  to  non‐linear  large‐flip‐angle 
excitation, as well as a new algorithm  for  simultaneous  spectral and  spatial excitation 
critical to quantification of brain metabolites. For testing and validation, these methods 
were implemented on a newly developed parallel transmission platform on both 3T and 
7T  MRI  scanners  with  8‐channel  transmission  to  demonstrate  the  ability  of  these 





Chapter 1 presents a brief  introduction  to MRI along with  the background  for  single‐
channel  and multi‐channel RF  excitation designs.  In  addition,  to motivate  subsequent 
chapters,  explanation  of  image  contrast  generation  and  the  detrimental  effect  of  B1+ 
inhomogeneity on contrast are given. 
Chapter 2 describes the  implementation of parallel transmission design on a prototype 
8‐channels  RF  system  at  3  T  for  both  a  phantom  and  human  subjects,  successfully 
demonstrating the capability of the technique  in creating short RF excitation pulses for 
mitigating  B1+  inhomogeneity,  and  for  providing  excitation  of  arbitrarily  shaped 
volumes. This work was published as references (13‐15).  








RF  transmission  design.  The method  trades  off  unimportant  slowly‐varying  in‐plane 
excitation phase variation  for substantial and very valuable  improvement  in excitation 
magnitude  profile  and  reduced  power.  The  technique  was  validated  on  a  water 
phantom at 7 T using an 8‐channel  transmit system. This work has been published as 
reference (16). 
Chapter 5 presents results  from  in vivo experiments at 7T where parallel  transmission 
was  used  to  both mitigate  severe  B1+  inhomogeneity  (~3:1  peak‐to‐trough magnitude 
variation  of B1+)  and  to  create  excitation  of  arbitrarily  shaped  volume  in  the  human 
brain.  A  comparison  of  B1+  mitigation  performance  by  parallel  transmission  and 
currently  available  techniques  is  also  presented,  demonstrating  the  superior 





within a specific spectral band. To  improve  the capability of  these excitations, parallel 
spectral‐spatial excitation design method  is  formulated. The method was validated via 
the  design  and  phantom  implementation  of  an  excitation  pulse  that  simultaneously 
mitigates  spatial  B1+  inhomogeneity  and  provides  uniform  excitation  over  a  600  Hz 
spectral Bandwidth at 7T. This work has been submitted for publication in MRM.  
Chapter 7 covers  the design algorithm,  implementation  for efficient computation, and 
phantom demonstration at 7T of RF pulses in the large‐tip‐angle regime. Note, parallel 
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transmission algorithms described in prior chapters all rely on a linear approximation to 
the highly non‐linear Bloch  equation, and  can not be use  to design  excitations  in  this 
large‐tip‐angle regime. This work has been submitted for publication in JMR. 
Chapter  8  summarizes  the major  results  for  the  thesis with direction  for  future work 
outlined. 
  This  thesis  is  organized  progressively  with  background  and  basic  results 
presented  in chapter 1 and 2. Chapter 3 presents the work on a B1+ mapping technique 
which  is  crucial  to  high‐field  parallel  transmission  implementation.  Nonetheless, 
knowledge of B1+ mapping technique is not required for understanding the subsequence 








The  aim  of  this  chapter  is  to  provide  the  reader  with  the  relevant  background  for 








Atoms with  an  odd  number  of  protons  or  neutrons  possess  a  nuclear  spin  angular 
momentum. Qualitatively,  these nuclei can be visualized as spinning, charged spheres 
that give rise to a small magnetic moment. In the human body, which consists largely of 
water,  hydrogen  nuclei  possess  this  spin  behavior,  and  are  the  signal  source  for 
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MR  imaging  is a  two‐phase experiment. The excitation phase which  involves  exciting 
magnetic moments  away  from  their minimum  energy  state,  and  thereby producing  a 




In MRI,  a  constant main  field,  B0,  applied  along  the  positive  z‐direction,  is  always 
present. In the absence of an external magnetic field, magnetic moments in the body are 
randomly  orientated. Applying  a  strong,  static magnetic  field will  have  two  notable 
effects. First, a small fraction of the magnetic moments will align with the applied field. 
Second, once excited the magnetic moments will precess at the Larmor frequency. This 
frequency,  w , is linearly related to the strength of the applied field, i.e.  w Bγ= , where 
γ  is the gyromagnetic ratio, which is a constant for a given nucleus.  
2) Radiofrequency Field (B1) 
During  the  excitation  phase,  a  radiofrequency  (RF) magnetic  pulse  B1,  tuned  to  the 
resonant  frequency  of  the magnetic moment,  is  applied  in  the  x‐y  (transverse)  plane 
using RF  transmission coil(s). This pulse will create a  torque  that  rotates  the magnetic 
moments  away  from  their minimum  energy  state  (parallel  to  B0).  If  the  excitation  is 
calibrated to produce a 90° tip angle, then after turning the excitation off, the magnetic 
moments would have rotated from  the z direction  into  the x‐y plane. With  the B0 field 
present,  the magnetic moments, which  are now oriented  in  the x‐y plane,  spin  at  the 











spatial position  ( r ) over  the  imaging region. When a gradient  field  is applied,  the net 
magnetic field at a particular point in space is given by 0( )B r B G r= + ⋅ . Consequently, 
the spin frequency,  ( )w r , also varies according to  0( ) ( )w r B G rγ= + ⋅ . 
  The  gradient  field  plays  an  important  role  both  in  the  excitation  and  the 
acquisition phase of MR imaging. During the excitation phase, the gradient field can be 
used to selectively excite, or tip, the magnetic moments in a particular region of interest. 
If  the  gradient  field  is  applied  during  excitation,  the  spin  frequency  of  the magnetic 
moments at different spatial locations will differ. Therefore, the RF field, which is tuned 
to  the  central  Larmor  frequency  ( 0w Bγ= ),  will  have  different  effects  on  magnetic 




  To  be  able  to  create  an  image during  the  acquisition  phase,  it  is  of  particular 
importance to be able to differentiate between signals from various spatial locations. In 
the  presence  of  gradient  fields,  the magnetic moments  at  different  locations  spin  at 







in various  regions of  interest. Generally, during  the  excitation phase,  the  excitation  is 
tailored to be localized to a specific region within the subject such as to a 3D slab or a 2D 
slice  in  the axial plane. To create  localized excitations;  tailored RF and gradient pulses 
are required.  In  this section, basic  theory and prior work on single‐channel and multi‐





The rotations of the magnetic moments (M ) caused by the applied magnetic field ( B ) 
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where  γ   is  the  gyromagnetic  ratio,  T1  and  T2  are  the  longitudinal  and  transverse 
relaxation  time  constants,  and  0m is  the  equilibrium  sample magnetization  due  to  B0 
(referring to the magnetic moments that has been aligned to the positive z‐axis by the B0 
field).  Equation  1  is  non‐linear  and  in  general  hard  to  use  in  the  design  of  the  RF 
excitation pulses (B1). However, for the regime of small tip angles and a short excitation 
pulses  (where  relaxation effects  (T1 &T2) can be  ignored),  the so‐called small  tip angle 
approximation (21), yields the following linear equation that can be used to describe the 
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Equation 3 
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 Equation 2 can be viewed as a Fourier  relation between  the RF pulse envelope 
(B1) and  the  transverse magnetization (mxy). This provides  the designer with an 
appealing  and  powerful  description  of  RF  excitation where  the  gradient  field 






class  of  clinically  useful  RF  pulses  can  be  adequately  designed with  simply  a  linear 
approximation of the Bloch equations that yields the intuitive Fourier relationship. 
Fourier Relationship  
Equation  2  can  be  viewed  as  a  Fourier  relation  between  the  RF  pulse  (B1)  and  the 
transverse magnetization  (mxy), with  the gradient  field  (G ) used  in moving around  in 
the  Fourier  space  ( k ).  To  illustrate  this  relation  we  turn  our  attention  to  the  slice 
selective  excitation, where  the  aim  is  to  selectively  excite  only  a  thin  slice  in  the  z 
direction.  









a negative  to  a positive  value passing  though  the  origin.  If we play  out  a  sinc pulse 
during this period then we would get the desired RF deposition in k‐space. 
  A more  involved example would be  the excitation of a  two dimensional  target 
profile  in  the  x‐y plane  (no variation  in  the  z‐direction). For  illustrative purposes  the 












Figure 5: 2D excitation design;  top:  target’s Fourier  transform and  spiral k‐space  trajectory, bottom: 
corresponding RF and gradient pulses, and the resulting excitation profile. 
CHAPTER1. BACKGROUND: RF EXCITATION IN MRI      
29  
  For  the  excitation  design  to work well,  a  suitable  k‐space  trajectory must  be 
chosen such  that  it will cover  the  two dimensional k‐space sufficiently without under‐
sampling  (i.e.  taking  account  of  aliasing).  To  achieve  a  short  excitation  period,  the 
duration  of  the  trajectory must  be  kept  to  a minimum. Hardware  limitation  on  the 
maximum  achievable  gradient  amplitude  G ,  and  slew  rate  (dG dt ),  translates  to 
limitation  on  the  velocity  and  acceleration  of  the  k‐space  trajectory  (via  Equation  3). 
Taking these constraints into account, a “spiral” k‐space trajectory is one choice for two 




fast  trajectory  path  that will  sufficiently  cover  the  high  energy  region  and  not  cause 
aliasing,  while  still  satisfying  the  slew  and  amplitude  limitations  of  the  gradient 
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  In  this  thesis,  the  spokes  trajectory  (22‐25)  shown  in  Figure  6  will  be  used 
extensively  for B1+  inhomogeneity mitigation. The aim of  this design  is  to create sharp 
slice‐selective  excitation  using  sinc‐like  excitation  along  kz,  with  some  control  of 
modulating  the  in‐plane  (x‐y)  excitation  profile  to  counter‐act  the  in‐plane  B1+ 
inhomogeneity,  via  using  amplitude  and  phase modulation  of  the  different  sinc  “kz 
spokes” that are place at various kx‐ky locations, to create an excitation pattern that is a 
spatial inverse of the inhomogeneity. This trajectory choice is motivated by the need for 
relatively  sharp  slice profiles  (i.e.  large extent  in kz) and  relatively  slowly‐varying  in‐
plane mitigation patterns (i.e. smaller coverage in kx‐ky). 
1.2.2 Parallel Transmission Theory 
As  previously  mentioned,  the  technical  limitation  of  multi‐dimensional,  spatially 
selective  excitation  is  in  the  rather  long duration over which  the RF and  the gradient 
pulses need  to  be played  out. Naturally,  the pulse duration  increases with  the  shape 
complexity  of  the  volume  of  interest.  RF  and  gradient  pulses  that  obey  practical 
amplitude and slew rate limitations (ultimately limited by physiological parameters, not 
hardware) and excite complex patterns are often too long for clinical application and are 
prone  to system  imperfection  (12); and hence are not widely used. For example, slice‐
selective  excitations  that  mitigate  severe  B1+  inhomogeneity  via  the  use  of  spokes 
trajectory can be very long because of the large number of kz spokes required on many 
kx‐ky  locations  to  sufficiently  create  an  in‐plane  excitation  pattern  that  counteract  the 
severe inhomogeneity.    
  With  the  emergence  of  parallel  transmission  techniques,  however,  excitation 
pulses  can  be  shortened,  or  equivalently,  ’accelerated’  relative  to  the  single‐channel 
implementations  (8‐11).  This  results  in  the  possibility  of  realizing  more  complex 
excitation  patterns with  practical  pulse  durations, which  can  be  used  in  e.g.  spatial 
modulation of the B1+ excitation profile to mitigate RF field inhomogeneity at high‐field 
(26‐28),  and  in  creating  high  resolution  image  of  a  particular  target  region  e.g.  of  a 




  In describing parallel  transmission,  first  an  intuitive  example  is given  to build 
insight  into  the  technique. Following  this, a more  formal mathematical  formulation  is 
provided to allow for RF and gradient pulses design. The final part of this section will 
touch briefly on  the  important  issues  related  to parallel  transmission’s RF coil design, 
and how parallel transmission can help mitigate B1+ inhomogeneity.  
An Intuitive Parallel Transmission Example 





which  is design  to produce uniform  field using  the “uniform birdcage mode”.1  (Note: 
the uniform birdcage mode’s RF field is not homogenous at high B0 field, hence the B1+ 
inhomogeneity problem). 
  In  Parallel  transmission,  RF  pulses  on  multiple  independent  RF  coils  are 
transmitted  jointly to produce the desired excitation pattern. The B1+ sensitivity profiles 
of  these RF  coils are design  to be  spatially varying and different. The different  in  the 
sensitivity profile among  the  coils  is  the key  to  shortening  the excitation duration. To 
illustrate this, a simple idealized example is given in Figure 7 and Figure 8, where two 
RF coils are used  to reduce  the duration of a 2D excitation.  In  this example,  the  target 
excitation pattern will be a circle at the center of x‐y origin, and a 2D k‐space trajectory, 
termed echo‐planer (EP), will be used. As shown in Figure 7, excitation acceleration will 
be  achieved  by  using  a  k‐space  trajectory with  sparser  sampling  (2x)  along  kx  axis; 
resulting  in a duration  reduction of  two  for both gradient and RF pulses.  In  standard 
                                                 
1 The uniform birdcage mode will be explained in detail in the background section titled Parallel 
Transmission’s RF Coil Design and Mode Compression, see pp. 35-37.  
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single‐channel design, due  to under‐sampling,  this accelerated EP  trajectory will result 
in excitation warp‐around into the field of view1 (aliasing) along the x‐axis as shown in 
Figure 7. For parallel transmission, the variation in the sensitivity profiles among the RF 











                                                 
1 Field-of-view (FOV) is used to describing the image area that contains the object of interest.  
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Figure 8: Cylindrical excitation (2X) via parallel  transmission of  two orthogonal RF coils resulting  in 
no aliasing/wrap‐around effect 
  This  example  gives  an  intuitive  picture  on  how  parallel  transmission works. 
However, in reality the coil sensitivity profiles are not as well behaved, or as orthogonal, 
as  the  example  assumes.  They  generally  exhibit  rapid  spatial  variation  and  are 




Various methods  have  been  proposed  for  parallel RF  excitation  design  based  on  the 
small tip angle approximation presented earlier via Equation 2 and Equation 3. The use 
of  this  linear  approximation  greatly  reduces  computation  and  provides  attractive 
intuition about design tradeoffs since the RF design problem is reduced to a linear, and 
in  fact a Fourier system.  In  the method presented by Katscher et al.  (8),  the system of 
linear equations are solved  in  the excitation Fourier space, k‐space. On the other hand, 
the  scheme  developed  by  Zhu  (9)  was  formulated  in  the  spatial  domain  with  the 




with  receive  arrays,  and  is  solved  in  the  k‐space domain.  Finally, Grissom  et  al.  (11) 
formulated the design as a direct discretization of the parallel small tip angle equation in 
space and time. 
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  This  is  a  direct  extension  of  Equation  2,  where  in  this  case  the  resulting 
magnetization  is  the  sum  of  the  magnetization  produced  from  each  of  the  coils. 
Furthermore,  an  extra  term  appears  in  this  equation  due  to  the  coils’  B1+  sensitivity 




Fourier  kernel  due  to  the  k‐space  traversal,  m  is  the  target  profile  in  space,  and  b 
contains  the RF waveforms. With  this  formulation,  the RF pulses  can be designed by 
solving  the  following  optimization  problem  by  the  conventional  Least  Squares  (LS) 
algorithm: 
Equation 5 
2arg min{ ( )}b wb Ab m R b= − +  
Here, the optimization is performed over the Region of Interest implied by a weighting, 
w,  and  ( )R b denotes  a  regularization  term  that may be use  to  control  integrated  and 
peak RF power. Generally  the Tikhonov  regularization  ( ( ) 'R b b bβ= )  is used, and  the 
minimization problem can be solved efficiently using conjugate‐gradient (CG) methods. 
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Parallel Transmission’s RF Coil Design and Mode Compression 
One  of  the major  requirements  in  parallel  excitation  is  to  have  good  orthogonality 
between RF coils  transmission profiles  to allow good acceleration performance. This  is 







Figure  9:  RF  coil  arrays  employed  in  this work:  (a)  eight‐channel  loop  coil  array  at  3T,  (b)  eight‐
channel stripline array at 7T, (c) sixteen‐channel stripline array at 7T.  
  With more RF  coil elements, higher  transmission acceleration  can be achieved. 
Nonetheless,  as more  elements  are  built  into  a  coil  array,  the  coil  profiles  of  these 
elements  become  less  orthogonal,  resulting  in  a  smaller  achievable  acceleration  gain. 
Furthermore,  for  each  additional  transmission  channel,  an  extra  set  of  RF  amplifier 
hardware  is  required. These hardware components are expensive and pose a practical 
limit on  the number of  transmission channels  that can be used. To partially overcome 









transformation  to  create  an  orthogonal  basis  set  with  a  reduced  number  of  bases. 
“Modes” of  a  coil  array  can be  thought of  as  an orthogonal basis  set. Many different 
types  of modes  exist.  By  constructing  the  coil  array  using  the  principle  of  degenerate 
birdcage coil design (31), the “birdcage” modes can be created from the array. To create 
each of  these birdcage modes, RF  transmission with  the  same amplitude but different 
phase are sent to the coil elements.  For an N‐channels array, the Mth mode is created by 
driving  the  coil elements C1, C2, C3,…., CN with  the  same amplitude but with a phase 
relationship  of 
2 4 20, , ,...., ( 1)M M M N
N N N
π π π− .  The  profile  of  the  first mode  (M=1) 




mode  is  uniform1  and  is  referred  to  as  “uniform  birdcage mode”.  The  higher  order 
modes have strong spatial variation and are not used in conventional imaging. For an N‐
channel  coil,  there  are  N  possible  birdcage  modes;  half  of  which  do  not  provide 
significant excitation due  to  their  counter‐rotation property  (31). Nonetheless,  the N/2 
remaining modes provide useful transmissions and have a high degree of orthogonality.  





is placed  between  the  coil  and  the RF  amplifiers.    Figure  10  shows  a diagram  of  the 
butler matrix with N/2  inputs  from  the  amplifiers  and N  outputs  to  the  coil  array’s 
elements. The butler matrix  splits  the  input power  from  the kth amplifier and  feeds  it 
                                                 
1 This is true at low B0 field but is not valid at higher field 










  As  a  side  note,  RF  coil  arrays  are  also widely  employed  for  signal  reception 
during  the data acquisition phase of MRI.  In  the  single  channel  reception  case,  signal 
received by the coil elements are usually designed to have a mode‐1 phase relationship 
resulting in “uniform birdcage” reception. In multi‐channel reception, parallel reception 
techniques  (29,32,33), which were  develop  prior  to  parallel  transmission,  are  used  to 
accelerate data  encoding. However, unlike parallel  transmission,  in parallel  reception 
the  receive  hardware  are  relatively  inexpensive  (pre‐amps  instead  of  power  amps), 
allowing  for a  large number of coil elements  to be used, with a  recently achieved coil 
array count of 128 (34,35).  
B1+ mitigation via Parallel Transmission   
  As  previously  mentioned,  the  uniform  birdcage  RF  field  of  a  coil  array  is 
spatially  inhomogeneous  at  high  B0  field.  At  high  field  strength,  Larmor  frequency 
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increases, causing a decrease  in the RF field’s wavelength. As the wavelength becomes 





  Spatially  tailored  RF  excitation  can  be  used  to  mitigate  transmit  RF  field 
inhomogeneity (B1+) by creating an excitation pattern which is the spatial inverse of the 
inhomogeneity.  Figure  11  illustrates  this  for  slice‐selective  excitation  in  the  single 
channel RF setup. The inhomogeneous coil profile used in this example is taken from a 
head‐size water  phantom,  imaged  at  7T  using  the  uniform  birdcage mode  of  the  8‐
channel stripline array coil previously shown in Figure 9b). For slice‐selective excitation 
along  the  z‐axis, B1+ mitigation  is  required  in  the  in‐plane  (x‐y) direction. Figure  11a) 
shows a non‐mitigated slice‐selective excitation created by a standard sinc RF. With no 
in‐plane  excitation modulation,  the  excitation  profile  is  very  inhomogeneous.  Figure 
11b)  shows  the B1+ mitigated  excitation  created  by using  the  k‐space  spoke  trajectory 
described in section 1.2.1. As previously stated, the main intuition in designing k‐space 
trajectories is in trying to come up with a fast trajectory path that will sufficiently cover 
the high  energy  region  in k‐space  for  the particular  excitation. For B1+ mitigated  slice‐





ball  aligned  along  the  z‐axis.  This  rugby  ball  region  can  be  cover  in  a  time  efficient 
manner via the use of the spoke trajectory shown in Figure 11b)  
 




excitation with no  in‐plane modulation,  resulting  in  large variation  in  the  excited profile. b) Spoke 
excitation with sufficient in‐plane modulation to correct for severe B1+ inhomogeneity.  
  With  the  spoke  trajectory,  slice‐selection  is achieved by depositing  sinc‐like RF 
along  each kz  transversal or  “kz‐spoke”. For B1+ mitigation,  the  complex  amplitude of 
these  sinc‐like RFs are  tailored  to provide  the desired  in‐plane  excitation modulation. 
According  to  Fourier  theory,  the  in‐plane modulation  provided  by  a  spoke  at  an  in‐
plane  location  sk  with RF  complex  amplitude  of  S s
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amplitude accordingly. Figure 11b),  shows  the excitation modulation achieved via  the 






in Figure 12, where  the  eight  elements of  the  stripline array  coil used previously, are 
now driven separately for parallel  transmission. Previously,  in  the single channel case, 
the modulation  provided  by  each  spoke  can  be  thought  of  as  a  basis  that  is  used  in 
forming the total mitigation modulation. In the example  in Figure 11b) 41 spokes were 
required  to  provide  adequate mitigation. Here, with  parallel  excitation,  8  spokes  are 






                                                 
1 The bases in parallel transmission are formed by multiplying together the modulation provided by the 
spokes and the coil profiles. Since the coil profiles are already included as part of the bases, the bases are 
now used to form a uniform in-plane excitation profile rather than a mitigating modulation.  
2 More bases are required in parallel transmission (64 vs. 41), as the similarity between the coil profiles 
causes the bases in parallel transmission to be less orthogonal than the ones in the single channel 
transmission. 








the  subsequence  chapters,  the  harmful  effect  of  B1+  inhomogeneity  on  these  imaging 
schemes are discussed.  
Contrast mechanisms 
MRI offers  excellent  contrast between  soft  tissue  structures  and  is often  the preferred 
diagnostic  imaging modality. This useful  image contrast  is achieved by using  imaging 
sequences that accentuate the differences  in MR physical parameters  in different tissue 
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compartments. The physical parameters that are of importance are  ρ , T1, and T2, where 
ρ   represents  the  spin  density  which  is  proportional  to  the  equilibrium  sample  
magnetization  ( 0m ),  and  T1  and  T2  are  the  longitudinal‐z  and  the  transverse‐xy 
relaxation  time  constants.  These  relaxation  constants  appear  in  the  Bloch  equation 
(Equation  1),  and  represent  the  relaxation  of  excited  magnetization  towards  its 
equilibrium state along the positive z‐axis. For example, when a 90° excitation is applied, 
the magnetization will exist solely in the transverse plane with no Mz  component, and T1 














CHAPTER1. BACKGROUND: RF EXCITATION IN MRI      
43  







to  the next excitation. The amount of Mz re‐growth  is governed by  the Bloch equation 
(Equation 1) and is given by  1/0[1 e ]
TR Tm −− . The sequence’s name “saturation recovery” 
stems  from  the  saturation  of  the Mz  component  (to  zero)  by  the  90°  pulse,  and  the 
subsequently  recovery  of  the Mz  over  the  TR  interval.  Figure  13b  illustrates  the  time 
course of Mz, where the value of Mz prior to the 90° pulse determines the signal strength 




1 2/ ( ) / ( )( ) ( )[1 ]TR T r TE T rI r K r e eρ − −= −   
Here, K  is a catch‐all gain constant,  0mρ ∝ , and  *2/ ( )TE T re−   represents  the  signal decay 
prior to data acquisition.  
  To  achieve pure T1  contrast  in  an  image  (T1 weighted),  the data  acquisition  is 
performed straight after the excitation (TE = 0), resulting in an image intensity of 
Equation 8 
1/ ( )( ) ( )[1 ]TR T rI r K r eρ −= −  
TR is normally set to be approximately equal to T1 to highlight T1 differences.  
  For pure T2 contrast, modification is required to the sequence. First, note the use 
of T2*  instead  of  the T2  in Equation  7. The decay  of  the  transverse  component  of  the 
magnetization,  as  represented  by  T2,  generally  has  only  minor  contributions  to  the 
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overall signal decay. The T2* encompassed this along with a much larger effect of intra‐
voxel  dephasing  described  by  Figure  14(a)‐(c).  Recall  that  the  dipole  moments 
contributing to M each rotate at a rate proportional to the magnetic field they experience 
(Larmor frequency). For  in vivo application,  the differences  in susceptibility of various 
tissues in the body, such as in the air‐tissue interface in the sinuses, can lead to variation 
in magnetic  field  experienced by  the protons within  a  single volume  element  (voxel). 







the magnetizations  are  still  the  same,  the phase dispersion produce during period  τ  
after  the application of  the 180° pulse will perfectly cancels with  that of  the neglected 
phase dispersion (Figure 14 (e)). Therefore, phase coherence  is achieved at t = 2τ  after 
the  90°  excitation.  The modified  saturation‐recovery  sequence with  the  spin  echo  is 
shown in Figure 15, where the expression for image intensity becomes 
Equation 9 
1 2/ ( ) / ( )( ) ( )[1 ]TR T r TE T rI r K r e eρ − −= −  
For T2 weighted  image, TR  is  set  to  be  long  to  avoid T1  contrast  and TE  is  set  to  be 
approximately equal to T2 to highlight T2 differences. 
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Figure  14:  Spin  Echo  Generation:  After  the  90°  excitation  (a)‐(b),  due  to  local  field  variation  the 
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depends on both the flip angle of the excitation and the available Mz prior to excitation, 
the maximum  signal will  not  always  achieved  via  the  use  of  the  90°  pulse.  In  cases 
where short TR is used and signal recovery period is small, it is much more efficient to 
use a tip angle of much less than 90°. With a tip angle of less than 90°, Mz does not get 
reset  to  zero  after  each  excitation  and  therefore  steady‐state  condition does not occur 























For  basic  saturation‐recovery  sequence,  the  flip  angle  of  90°  will  not  be  achieved 
simultaneously  at  all  spatial  locations,  and  hence  the  image  intensity  will  not  be 
governed  by  Equation  8,  but  by  Equation  10,  with  the  flip  angle,  θ ,  now  being  a 
function of space. Based on Equation 10,  the  image’s T1 contrast, dI/dT1, will exhibit a 
non‐linear  relationship with  ( )rθ ,  resulting  in  significant  contrast  inhomogeneity  (not 
simply intensity shading) in the image, which can not be removed via post processing. 
This image contrast inhomogeneity issue is even more prominent in the spin‐echo based 
saturation‐recovery  sequence, where  spatially  varying  flip  angle  exist  in  both  the  90° 
and 180° pulses.  
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  In  this  thesis, we  propose  the  use  of  spatially  tailored  excitation  pulses with 
parallel  transmission  to  mitigate  the  flip  angle  variation  and  correct  for  this 
inhomogeneous  contrast.  The  algorithms  presented  in  Chapters  2  and  4  provide  the 
design solution that is applicable in the small tip angle domain, and can be used in the 
general  excitation‐recovery  sequence.  The  design  in Chapter  6,  provides  extension  to 
these designs and allows for selective excitation of certain brain metabolites, important 
in  the  detection  of  neuro‐degenerative  diseases.  In  Chapter  7,  a  design  method  is 
presented for the excitation  in the  large tip angle regime,  leading to B1+  inhomogeneity 
mitigated 90° and 180° excitations, which can be used in the spin‐echo based saturation‐
recovery sequence. 
  As  a  side note,  the  receive profile of  the  receiver  coils  are  termed B1‐  and  also 
exhibit  spatial  inhomogeneity  at high B0  field. However,  this only  causes variation  in 
image  intensity  and  SNR,  but  not  contrast.  Although  the  SNR  loss  is  often  very 
important,  this variation  is not as harmful and can  indeed be  removed via a point by 











system  for an oil phantom. The  second part of  this  chapter describes  the work which 
provides what the author believes to be the first demonstration of parallel RF excitation 
for  in  vivo  human  application.  In  this  work,  it  was  shown  that  B0  (main  field) 







channel  realization  of  parallel  excitation  was  performed  by  Ullman  et  al  (12)  who 
demonstrated  the  feasibility of acceleration of parallel excitation by a  factors of   2 and 
2.67  using  a  2D  spiral  k‐space  trajectory,  with  the  design  based  on  Grissom’s 
formulation (40). 
  Here, we describe the design and  implementation of parallel RF excitation on a 
3T  human MRI  scanner with  a  dedicated  8‐channel  transmit  array,  using  Grissom’s 




2  and  8,  and  a  3D  spoke  excitation.  The  2D  pulse  excited  a  high‐resolution  spatial 
pattern  in‐plane, while  the  3D  trajectory  produced  high‐quality  slice  selection with  a 
uniform in‐plane excitation in spite of the highly non‐uniform individual spatial profiles 
of  the  coil  array.  This work  provides  a  feasibility  study  of  the  usefulness  of  parallel 





(Siemens Medical  Solutions,  Erlangen Germany) with  gradient  amplitude  limit  at  40 
mT/m (for Gx, Gy) and 45 mT/m (for Gz), and slew rate limit at 200 T/m/s. Eight sets of the 
RF waveform and gradient generation hardware were configured in a master and slave 
setup.  A  single master  channel  synchronized  the waveforms  of  each  of  the  7  slave 
transmit  systems.  Each  of  the  RF  transmit  channels  utilize  an  independent  8kW 
broadband solid‐state power amplifier (Dressler, Germany).  
  For the RF coil array, eight circular, 15‐cm diameter, detunable surface RF coil TR 
elements were  tuned  to  the Larmor  frequency at 3T with 8 distributed capacitors and 
placed on the outer surface of a 28‐cm diameter acrylic tube. The coils were overlapped 
to  null  mutual  inductance  between  nearest  neighbors.  All  measurements  were 
performed  in  a  17cm diameter  low‐dielectric oil phantom  inside  a  cylindrical  loading 
ring. The setup is illustrated in Figure 16. 








Two  types  of  gradient  trajectories were  used,  a  2D  excitation  k‐space  sampling with 
spirals in (kx,ky) to excite a high‐resolution spatial pattern of letters in the (x,y)‐plane, and 
a set of “spokes” in kz, regularly sampling the (kx,ky)‐plane (22,27,28,41) to achieve sharp 
slice‐selection  in z, but with  low‐resolution control of the  in‐plane, (x,y), magnetization 
profile.  
Spiral  Trajectory  A  two‐dimensional  k‐space  trajectory  was  designed  to  sample 
excitation  k‐space  for  a  high‐resolution  spatial  pattern  given  by  the MIT  logo  target 
profile presented in Chapter 1. The resolution for the design was set at 5 mm1, field‐of‐
view  (FOV)  at  18  cm2,  and  undersampled  spiral  trajectories  were  calculated  for 
accelerations  of  integer  factors  of  2  through  8  by  successively  increasing  separation 
between  the  turns  in  the  k‐space  trajectory.  The  design made  use  of  routines made 
publicly  available  by  Prof. B. Hargreaves  (http://www‐mrsrl.stanford.edu/~brian/mritools.html), 
                                                 
1 From Fourier relationship, spatial resolution of the excitation is determined by the extend of the k-space 
trajectory ( max1/(2 )xy xyres k= ) 
2 The excitation FOV is determines by k-space sampling rate of the excitation k-space trajectory 
( 1/ kxyFOVxy = Δ ) 













control  over  in‐plane  modulation  of  the  magnetization  profile,  but  at  the  cost  of 
increased pulse length and sensitivity to off‐resonance effects. Slice thickness was 5 mm, 
and  time‐bandwidth‐product  equal  to  4  for  the  center  spoke  in  kz.    The  same 
specifications  for gradient amplitude and slew rate were used as  for  the spiral design. 
For  the 4 spokes design,  the pulse  length was 3.42 ms. The extent  in kz of  the non‐DC 
spokes was half that of the center spoke, with the goal of minimum duration pulse while 
still  achieving  a  flat  target profile  and  sharp  slice  selection. The  7‐spoke  version was 
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A,  in  the discretized version of Equation 4,  m Ab= . With our set up of 8  transmission 
coils,  the size of  the A‐matrix  that needs  to be decomposed  in  the solution of  m Ab= , 
varies with acceleration factor, becoming larger with longer pulse lengths.  
  Matlab (Mathworks, MA, USA) was used for computation, which had a limit of 
maximum memory of  2 GB  for  each process. To  restrict  the  size of  the A‐matrix  and 
make  the  calculation  feasible  for  all  acceleration  factors  in  the  spiral  design,  a  4‐mm 
spatial  resolution of  the B1 maps  and of  the  target profile were used. Further,  a  5‐μs 















resolution  B1+  map  (2‐mm  in‐plane)  for  this  design.  With  these  specifications,  the 
resulting A‐matrix  sizes were approximately 3000x32  complex‐valued  floats  for  the 4‐
spoke version, and 1500x56 points for the 7‐spoke design. 
Simulation of Magnetization Profiles  
Simulation of  the  resulting profiles was  calculated by  time discretization of  the Bloch 
equation  using  spin‐domain  representation  of  Cayley‐Klein  parameters  (42).  In  our 
procedure,  the  B1+  fields  from  all  the  coils  were  added  before  the  Bloch  equation 
calculation was performed. We note  that although at  low  flip angle, where Equation 4 





  The  simulation  also  incorporated  a  simple B0  off‐resonance  effect,  i.e.  the  case 
where the main magnetic field value is slightly off because of tuning error or field drift 
over time, resulting in an offset in the Larmor frequency.  
  The  agreement  between  the  2D  spiral  simulations  and  acquired  data  were 
quantified  with  a  correlation  coefficient, ( , ) ( )sim dataR Cov sim data σ σ= ,  where 
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Cov(sim,data)  is  the covariance   between simulation and data, calculated on magnitude 
maps within  the phantom  boundary,  and  σ  stands  for  standard deviation,  calculated 
over  the  same  spatial  domain.  For  the  3D  spokes  excitation,  the  deviation  of 




mitigation  techniques,  standard  slice‐selective  and  RF  shimming1  (43‐45)  excitations 
were  simulated  based  on  the  measured  coil  maps.  In  the  standard  slice‐selective 
excitation, identical slice‐selective sinc RF pulses were used for transmission in all coils. 
In  the  RF  shimming  excitation,  the  same  sinc RF  pulses were  employed,  but with  a 












                                                 
1 RF shimming is a technique that has been widely used in mitigating B1+ inhomogeneity. The technique 
relies on the ability to control the overall amplitude and phase of the RF pulse that is being applied to each 
of the coil elements in the array. Unlike parallel transmission, with this technique, only the overall 
amplitude and phase and not the shape of the RF pulse are allowed to vary from coil to coil. For slice-
selective excitation, a sinc pulse with different amplitude and phase is applied to each coil. 
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across  the oil phantom,  the  image provides  a good  approximation  to  the  transmit B1+ 
profile  of  the RF  coil. A  standard  3D  imaging  sequence  (gradient‐recalled  echo) was 
used to obtain this image, with the following imaging parameters: 128 x 128 x 64 pixels 
in x, y, z at 2 x 2 x 4 mm resolution (TR/TE/BW = 20 ms, 6 ms, 400 Hz/pixel) 
  The  resulting  B1+ maps were  averaged  down  to  4‐mm  isotropic  resolution  for 
application  in  the  2D  RF  pulse  design  to  reduce  computation  time  and  memory 
requirements. 
  Parallel  Excitation:  For  each  of  the  parallel  excitation  designs,  the  8‐channel 
array was driven with eight independent channels modulated in magnitude and phase 
by  the calculated waveforms, and data received on  the system body coil. The  transmit 
voltage was set at a very  low  level  (8V),  to maintain  flip angles  to within  the  low  flip 
angle assumption. The RF pulses were scaled so that their normalized maximum value 
was 1.0, and the excitation was then driven at a constant voltage on the scanner.  
  The  imaging  sequence  used  for  B1+  mapping  was  again  employed  here  to 
determine the resulting excitation profiles. For the 2D excitation pulse design, 18 image 
acquisitions were  acquired  and  averaged  for  improved  SNR  since  an  extremely  low 
transmits amplitude was used to insure that the low flip angle approximation was valid. 
Further,  the  four  center  slices  have  essentially  no  variation  of  signal  in  z,  and were 
averaged together for the final result. The data for the 4‐spokes excitation were averaged 
24  times,  while  the  7‐spokes  data  have  four  magnitude  averages.  For  both  spokes 
designs, the two center slices at full signal level were averaged in magnitude mode for 
the evaluation of the  in‐plane profile. The multiple averages were necessary to achieve 
sufficient  SNR  of  the  low  flip  angle  excitations,  and  allowed  reception with body RF 
system coil, which has low sensitivity but is spatially very uniform. 














the data display  good  agreement  between  experimental  results  (left)  and  simulations 
based  on  the  acquired  B1+ maps  incorporating  off‐resonance  effects  (right), while  the 
edges of the phantom are more visible in the acquired data than the simulation.  
  Figure  20b)  shows  correlation  coefficients  among  acquired,  simulation,  and 
target profile as a  function of acceleration  factor  for  the 2D excitation. The black curve 
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  On  the  same  figure,  the green  curve  shows  the  correlation  coefficient between 
target and results. This follows the target‐vs.‐simulation curve quite well up to 5X, but 
then this correlation decreases. Possible explanations are: i) at higher acceleration, more 
accurate  cancellation  is  required  to make up  for  the  spatially  aliased  excitations  from 
individual coils and a higher spatial resolution coil profile maps is needed to reproduce 
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the  desired  cancellation with  better  accuracy;  or,  ii)  at  higher  acceleration,  the  SNR 
decreases  Figure  20a).  This  is  due  to  reduced  overall  flip  angle  in  the  accelerated 
excitations.  The  waveforms  at  high  acceleration  had  higher  peak  power  relative  to 
average  power  and  the waveforms were  normalized  in  such  a way  that with  fixed 
excitation  voltage,  the  average power  at  the higher  acceleration was  smaller  than  for 
unaccelerated designs.  
  Finally, the blue curve shows the correlation coefficient between simulations and 
results.  This  correlation  is  higher  than  0.9  up  to  5X  acceleration,  but  then  decline  at 
higher accelerations, approximately following the target‐vs.‐results curve. 








  Figure  22  shows  the  experimental  data  demonstrating  the  effect  of  missing 
channels for 4X acceleration (left). Also shown in the figure are the simulated results of 








Figure 22: Experimental  results,  for  the 2D excitation at 4X acceleration with missing channel(s) are 
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  The effect of  increased transmission voltage beyond the small‐tip‐angle domain 
is  shown  in  Figure  23.  The  tradeoff  of  higher  SNR  with  increased  voltage  vs.  the 
increased  level of cancellation artifacts  in  the background within  the phantom  is quite 
apparent. 
Spoke Trajectory  
Excitation with  the 4‐spoke 3D pulse, designed with a  flat  target profile and a 0.5 cm 
thick  slice,  along with  a  simulated  profile  based  on  the measured  B1  field maps  are 
shown  in  Figure  24  (left). Good  slice  selection  is  observed, while  the  in‐plane profile 
shows  a  slight  degradation  compared  to  the  simulation.  To  quantify  the  in‐plane 








essentially  flat  except  for  line  F  near  the  bottom  of  the  phantom, where  the  largest 
deviation is ~28%. 
  For  comparison,  standard  slice‐selective  and  RF  shimming  excitations  were 
simulated based on the measured coil maps. The simulation results are shown in Figure 

























presence  of  time‐varying  gradients.  The  results  show  excellent  agreement  between 
measured  data  and  prediction  based  on  numerical  Bloch‐equation  simulations, 
indicating that the k‐space formalism for such RF design provides a good approximation 




visible  in  the acquired data  than  the simulation, and  this effect  is more pronounced at 
higher acceleration factors. This incomplete cancellation of signal near the phantom edge 
in  the  acquired data  is  also  the primary  source  of  lower  correlation  factors  at higher 





this  artifact  is  more  pronounced  at  higher  acceleration  factors.  To  minimize  these 




of  30‐45 Hz,  and were  likely  due  to  frequency  drift  during  acquisition  of multiple‐
average datasets with long acquisition times. More spatial blurring is apparent in the 2D 
design with 1X and 2X designs than the 3X and 4X as expected because of the increased 




  Ullman  et  al  (12)  reported  several  correlation  factors  with  a  4‐coil  setup, 
including  correlations  for  simulation  vs.  result,  and  target  vs.  result.  Although  the 
current design differs  from  that  of  (12)  in RF,  gradients,  and  experimental  setup,  the 
simulation vs.  result and  target vs.  result correlations  for acceleration of 2 and 2.67  in 
(12) are comparable to the correlation factors for acceleration of 2 and 3 in our study. It’s 
expected  that  for  a  fixed  acceleration  factor,  the  correlation between  target and  result 





results  shown  were  from  an  acquisition  using  TR=30 ms.  It  was  observed  that  the 
deviation from the target profile was reduced at this longer TR (compared to the TR = 20 




on  commercially  available  3T  human‐scanner  hardware. With  parallel  RF  excitation, 
selective multi‐dimensional  excitation with  high  resolution  can  be  implemented with 
substantially  reduced  duration.  For  instance, without  significant  degradation  in  slice 
profile, the duration of a 5‐mm resolution 2D excitation can be reduced from 9.47 ms to 
                                                 
1 Stimulated Echo: Transverse magnetization from prior TRs can be recalled back to the current TR if its 
phase happens to be coherent with the current transverse magnetization at the data acquisition point. This is 
more likely to occur when short TR is employed and will cause artifact in the image. 










the  body,  such  as  in  the  air‐tissue  interface  in  the  sinuses,  can  lead  to  large  B0 





To  incorporate B0  spatial non‐uniformity  into  the  excitation design, B0  inhomogeneity 
map, 0( ( ))B rΔ , was collected and used in both the coils’ B1+ sensitivity profiles estimation 
and  in  the RF design. To  create B0  inhomogeneity map,  images  at  two different  echo 
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  B1+ map estimation: Similar to the previous section, the B1+ profiles estimate were 
obtained by applying a nonselective,  low  flip  angle RF pulse  to a  single  transmission 
channel  at  a  time,  and  receiving  through  the  uniform  coil.  However,  for  in  vivo 
applications,  large  B0  inhomogeneity 0( ( ))B rΔ causes  significant  variation  in  dipole 
moments’ rotational frequency, resulting  in a phase estimation error of the B1+ profiles, 
0( ( ))B r TEφ γΔ = Δ .    In  this work, based  on  the B0 map  estimate,  the phase of  the B1+ 
profile is rewind to remove this error. In addition to this, the magnitude of the B1+ profile 
is  fitted  to a 3rd‐order polynomials  to  remove  the anatomy  (from proton density  ( ρ ) 





  RF design: To account  for B0  inhomogeneity  in  the RF design, we  followed  the 
method  outlined  by Grissom  et  al.  in  (11), where  an  additional  term,  0 ( )( )i B r t Te γΔ −   ,  is 
added to Equation 4 during the design process to give:       
CHAPTER2: PARALLEL RF TRANSMISSION AT 3T  
68  
Equation 14 
0 ( )( ) ( )
0 1,1 0
( ) ( ) ( )
TC i B r t T i r k t
xy c cc
m r i m S r b t e e dtγγ Δ − ⋅== ∑ ∫  
With the addition of this extra term, the subsequence design steps follow as before.  
Experimental Validation 
Experiments  were  again  conducted  on  the  modified  Siemens  3T  Tim  Trio  scanner, 
equipped  with  an  8‐channel  Transmit  (TX)  Array.  Two  excitation  coil  array 
configurations were used: i) an 8‐rung degenerate mode birdcage body coil (46) with a 
12‐channel matrix head array  for uniform  receive; and  ii) an 8‐rung degenerate mode 
birdcage  head  coil  (30)  with  uniform‐mode  body  coil  for  receive  (Figure  27).  For 













Head Coil  Excitation:  2D  spatially  selective  excitations with  spiral  k‐space  trajectory 
were  performed  using  the  8‐channel  parallel  head  coil  array.  Figure  28B  shows  a  2X 






area, slice‐selective excitation without  (top‐right) and with  (bottom‐left) B0 correction. Slice profile  is 
also  shown  (bottom‐right).  B) Head‐array  excitation:  2X  acceleration  “Tim  Tx”  Excitation without 
(right)  and with  (center) B0  correction.  4X  acceleration  “half brain”  excitation without B0  correction 
(left).  
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2.2.4 Discussion and Conclusion 
Both  slice‐selective  and  2D  spatially  selective  excitation  were  created.  For  the  slice‐
selective excitation with no B0 correction (Figure 28A), large in‐plane non‐uniformity in 
the excitation profile is observed frontally. Significant improvement is achieved when B0 
inhomogeneity  is  taken  into  account  in  the  design.  However,  some  residual  non‐
uniformity  can  still be observed  in  the  right part of  the  image, which may be due  to 
imperfection in the B1 map estimate. For the 2D spatially selective excitation (Figure 28B) 
the  “Tim  Tx”  excitation  shows  reduced  blurring  artifact  when  B0  correction  is 
incorporated. Also, as expected(12),  for  the half brain excitation at 4‐fold acceleration, 
the effect of B0  is minimal because  the RF duration  is  relatively  short. Again, artifacts 
that  remain  after  B0  correction  are  likely  to  result  from  imperfection  in  the  B1+ map 
estimate.  In  conclusion,  this work provides  a demonstration of  the use of parallel RF 























One of  the main hurdles  in bringing parallel  transmission  into clinical use  is  in 
finding  a  fast,  robust,  and  reliable  technique  for  acquisition  of  the  RF  coils’ 
transmission  profiles  (B1+ maps),  a  crucial  input  to  excitation  pulse  design.  In 
chapter 2, B1+ maps were estimated to be images acquired by transmitting on each 

















  For parallel  transmission, where mapping of many  transmit coils with  large B1+ 
dynamic  range  are  required,  this  saturated double‐angle method  (SDAM)  can be  time 
consuming even with the incorporation of the reset pulse, and could result in significant 
error  (due  to  the  mapping  of  large  B1+  dynamic  range).  In  this  work,  critical 









  First,  we  revisit  the  image  intensity  equation  for  general  excitation‐recovery 








[1 ]sin ( , )( , ) ( ) ( )
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  Estimation  of  the  flip‐angle map,  ( , )V rθ ,  can  be  obtained  by  collecting 
images  at  a  set  of  transmission  voltages  (V)  and  fitting  the  resulting  image 
intensities to Equation 15, voxel by voxel using standard nonlinear search algorithm 
CHAPTER3: RAPID QUANTITATIVE B1+ MAPPING  
73  
such as the Simplex algorithm in Matlab. From the flip‐angle map, estimation of the 




( , ) ( ) ( )
T
V r TX r V RF t dtθ γ= × × ∫  
where RF(t) is the RF pulse1 used for the excitation. 
  Nonetheless, due to T1 dependence of Equation 15, this mapping technique 
is  ill‐conditioned  and  is  very  sensitive  to  noise,  especially  when  short  TR 
acquisitions are used. To get around this  issue,  long TR acquisition ( 15TR T≥ )  is 
used to remove T1 dependent from Equation 15, resulting in  
Equation 17 
( , ) ( ) ( )sin ( , )I V r r RX r V rρ θ≈  
  Which  allows  for  a much more  robust  transmission map  estimation.  In 
addition, with Equation 17, the estimation process can be shortened considerably 
by using the so‐called double‐angle method (DAM) (50,52,54). This method relies 
on  the use  of  image  signal  ratio  rather  than  image  fitting  technique; whereby 
ratio of images at two flip angles α and 2α is taken to give 
Equation 18 
(2 , ) sin 2 ( ) 2sin ( )cos ( ) 2cos ( )
( , ) sin ( ) sin ( )
I V r r r r r
I V r r r
α α α αα α= = =  
From which  the  flip‐angle map  (and  the subsequence B1+ map) can be obtained 
via: 
                                                 
1 Since one transmit channel (or mode) is mapped at a time, there is only a single RF pulse. 
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Equation 19 




α ⎛ ⎞= ⎜ ⎟⎜ ⎟⎝ ⎠
 
  The DAM method  has  the  advantage  of  requiring  image  acquisition  at 
only two transmission voltages. Unfortunately, the requirement of a long TR still 






diagram  in  (a)  shows  the  saturation  pulse  (Mz RESET)  being  applied  after  each  data 
acquisition  to  saturate  Mz  prior  to  the  next  excitation.  The  Mz  time  course  of  this 
sequence is shown in (b).1 
  A composite pulse train (57) or BIR4 pulses (58), can be used as the RESET pulse 
which  completely  saturate Mz  for  the  range  of B1+  values present  in  the  transmission 
profile. From the Mz time course diagram in Figure 29(b), image intensity expression of 
the modified sequence can be derived as (assuming TE~ 0) 
                                                 
1 Note: In the sequence, prior to the application of RESET pulse, gradient crushers are applied to destroy 
the coherence of transverse magnetization. This significantly reduces the undesirable feature of the RESET 
pulse in which transverse magnetization along Mx is rotated back into the longitudinal axis to produce Mz. 
To further reduce this undesirable feature, the time between the end of data acquisition and the application 
of RESET pulse can be increase to allow for T2 decay.     
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Equation 20 
1/ ( )( , ) ( ) ( )(1 ) sin ( , )TSR T rI V r r RX r e V rρ θ−= −  
  This  expression  is  analogous  to  image  intensity  expression  for  saturation‐
recovery  sequence  given  by  equation  7  in  Chapter  1, with  repetition  time  TR  being 
replaced  by  saturation  recovery  time  TSR.  Analogous  to  90°  pulse  in  saturation‐
recovery,  the RESET pulse  in  this sequence completely saturate Mz. However, here  the 
pulse  is  applied  after  data  acquisition  and  must  work  in  the  presence  of  spatially 
varying B1+.  
  Using the image intensity expression in Equation 20, DAM can be used as before 
to  obtain  flip‐angle map  via  Equation  19.  Further,  using  this  saturated  double‐angle 
method  (SDAM),  long TR acquisition  is no  longer necessary. However, very  short TR 
impose  an  SNR  penalty,  as  in  such  case  saturation  recovery  time  (TSR)  allows  only 
limited Mz recovery 
  For  parallel  transmission,  B1+  mapping  of  many  coils  with  large  spatial  B1+ 
dynamic range is required, causing problems for direct application of SDAM. With large 
B1+ dynamic  range,  the double‐angle method  suffers  from  2π   ambiguities  in  regions 
where α  is too large, and is also sensitive to noise in regions where α  is too small. To 
overcome  this  limitation,  Kerr  et  al  (59,60)  proposed  a  method  based  on  acquiring 
images with the RESET pulse sequence at n flip angles  2 1,2 ,2 ,.......,2nα α α α−  and using 
an  image  intensity  fitting  technique  instead of DAM  to estimate  the  flip‐angle map.  In 
addition, the RESET pulse transmission is modified to account for large B1+ variation in 
the  transmit  profile. Generally,  a RESET  pulse  can  only  perform well  over  a  limited 
range of B1+ variations, and hence  transmitting the pulse via a single coil element with 
large B1+ variation will not  adequately  saturate Mz  in  the  entire  imaging volume. The 
approach used in (60), is to transmit the RESET pulse in parallel, first with the odd then 
the  even  coil  elements  of  the  (loop)  array.  Full  saturation  is  achieved  as  long  as  the 
mutual  volume  saturated  by  either  RESET  pulse  covers  the whole  imaging  volume. 
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(Note:  In  (47),  the  phased‐transmit  modes  such  as  mode‐1  birdcage  still  contains 
significant  B1+  variation  and  the  RESET  pulse  transmitted  using  one  of  these modes 
could not completely saturate the entire imaging volume).  
  With Kerr et al’s method, measurements at  several  transmission voltages  from 
each  of  the  transmission  coils  is  required  to  estimate  the  B1+  profile  of  all  the  coil 
elements  in an array. This result  in  long data acquisition  times, especially when many 










proposed method utilizes  a  synthesized  receive profile,  i.e.  the  (density‐weighted) B1‐ 
profile of the receive coil array. Once this receive profile is estimated, only a single low 
voltage  measurement  will  be  required  from  each  of  the  transmission  coils  for  the 
estimation  of  the  individual  B1+  transmission  profiles.  Therefore,  the  total  data 
acquisition time in this method is much shorter than in previous techniques, especially 
for systems with  large number of  transmission coils. Furthermore,  in  this method,  the 
RESET pulse will only be used for receive profile estimation, resulting in a much lower 
SAR.  
                                                 
1 The Specific Absorption Rate is defined as the RF power absorbed per unit of mass of an object, and is 
measured in watts per kilogram (W/kg).The SAR describes the potential for heating of the patient's tissue 
due to the application of the RF excitation pulse. 
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  Throughout  the  mapping  process  the  synthesized  reception  profile  from  the 
same receiver coil combination  is used. Reception  through a coil with uniform receive 
profile  is  ideal since  it provides good reception of signal from every spatial  location  in 
the FOV. Unfortunately,  this  is not possible at high B0  field due  to B1‐  inhomogeneity. 
However, for birdcage coils, uniform reception mode (mode‐1) can still be used since the 
profile of  this  reception mode  should not exhibit  signal null  spot and  should provide 
adequate  reception  of  signal  from  all  spatial  locations.  For  other  types  of  coil  array, 
receive signal from the coil elements should be combined such that the overall reception 
profile exhibit no null spot. 
  The  estimation  of  density‐weighted  receive  profile  is  performed  in  two  steps. 
First estimation of mode‐1 birdcage transmission profile of the coil array  is performed. 
This  estimated  profile  is  then  use  along with  the  data  from  an  extra  acquisition  to 
estimate the receive profile.  
  The mode‐1 birdcage transmission profile is estimated via a similar technique to 
one  proposed  by  Kerr  et  al.  However,  measurements  at  only  a  small  number  of 
transmission  voltages  are  required  (4‐5  in  this  work)  due  to  the  relatively  low  B1+ 
variation in mode‐1 transmission1. Here, standard nonlinear search algorithm (Simplex) 
in Matlab was found to be adequate in fitting the acquired image intensities to Equation 
20 to obtain angle map estimate,  mode-1( , )V rθ . 
  The second step in estimating the receive profile is to acquire an additional low‐
flip‐angle  image  via mode‐1  transmission  at  a  known  low  voltage  level  (without  the 
magnetization  saturation  pulse).  At  low‐flip‐angle,  cos 1θ ≈ ,  and  the  image  intensity 
expression for this acquisition can be approximated as (starting from Equation 15) 
                                                 
1  For most  birdcage  arrays  at  7T, B1+ variation  of mode‐1  is  around  3:1  (peak‐to‐trough). This 
variation  is  large  for  imaging but  small  compared  to  the variation observed  in profiles of  the 
individual coil elements. Also note that  instead of the parallel technique used by Kerr et al. for 
Mz saturation, here the mode‐1 birdcage  is used for transmitting the RESET pulse since the 3:1 
variation  is  small  enough  to  allow  the  RESET  pulse  to  create  good  saturation  in  the  entire 
imaging volume. 
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  From  this  expression,  an  estimate  of  the  density‐weighted  reception  profile, 
( ) ( )r RX rρ ,  can  be  calculated  by  dividing  the  acquired  low‐flip‐angle  image  by 
mode-1sin ( , )V rθ , which can be obtained using the estimated mode‐1 transmission profile.  
Since  Equation  21  is  approximately  independent  of  TR,  short  TR  and  hence  fast 
acquisition can be use to obtain the low‐flip‐angle image.  
  Once  the  density‐weighted  reception  profile  is  estimated,  the  B1+  profile  of 
individual  transmit coil elements  (or modes) can be obtained  though a single  low‐flip‐
angle  image acquisition of each  coil element. According  to Equation 21,  the  flip‐angle 
profile of  the  transmit  coil  elements/mode,  ( , )indiv V rθ ,  can be obtain by dividing  the 
low‐flip‐angle  image,  ( , )IndivI V r ,  by  density‐weighted  reception  profile  along  with 
taking an inverse sine of the resulting image, pixel‐by‐pixel.  
Equation 22 
1 ( , )( , ) sin
( ) ( )
indiv
indiv
I V rV r
r RX r
θ ρ
− ⎛ ⎞= ⎜ ⎟⎝ ⎠
 
From the flip‐angle profiles, B1+ profiles can then be obtained via Equation 16.  
  As a side note,  the use of mode‐1 birdcage  transmission  is not required  for  the 
mapping of  the receive profile. Transmission on any coil or mode can be used  for  this 
purpose. Nonetheless, by using a  transmission mode with  relatively  low B1+ variation, 
such  as mode‐1,  only  a  small  number  of measurements  are  required  for  the  receive 
profile estimation.   
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  A  flowchart  in Figure  30  summarizes  the quantitative B1+ mapping procedure, 
where  first  estimation  of  the  receive  profile  is  performed  (steps  1‐5),  followed  by 
estimation of the B1+ maps for each individual transmit coil (or mode) (steps 6‐7). 
 
Figure  30:  Flowchart  outlining  the  rapid  quantitative  B1+ mapping  technique, where  first  receive 
profile of  the  reception  coil  is  estimated  in  step 1‐5, after which B1+ maps of  the  transmit  coils  (or 
modes) can then be obtain via step 6‐7. 




estimate B1+ profiles of  two birdcage  coil  arrays  at  7T  in a water phantom  setup. The 
results of these mappings are shown in Figure 31 and Figure 32. 
  Figure 31, shows  results  for  the  first coil: an eight channels stripline coil array. 
The  left panel  (a) shows  the  image of  the coil array and estimates of mode‐1  transmit 
(TX), and receive (RX) profiles1 along with  the transmit‐receive  image (TX‐RX). On  the 
right  (b), are  the  transmit magnitude  (top) and phase  (bottom) profile estimates of  the 
individual excitation coils.  
  The second coil that was mapped is a sixteen‐channel stripline coil array. In this 






in chapter 5, 6 and 7.  In chapter 4,  the  two coil arrays presented here were also used. 
However,  the  experiments  performed  in  these  chapters  occurred  in  parallel  with 
development of  the B1+ mapping  technique, and as such an  inferior slower variant of 
the method without the RESET pulse was used for the mapping.  
                                                 
1 Note: at high B0 field strength the magnitude of TX and RX profiles of a coil (or mode) is different, unlike 
the low-B0-field case.   











Figure  32:  a)  Sixteen‐channel  transmit/receive  stripline  coil  array  for  7T,  and  the  butler  matrix 
hardware that was used for the experiments in this work. The insert on the right panel of a) shows the 
estimated transmit (TX) and receive (RX) profiles and the transmit‐received image (TX‐RX) of the CP 
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  In  this work, we propose an extension  to  the spatial domain parallel excitation 
pulse design method introduced by Grissom et al (11), where we apply magnitude least 
squares optimization  to  improve excitation magnitude profile and reduce  the required 
RF  power  at  a  cost  of  increased  phase  variations  in  the  excitation  pattern.  In many 
excitation applications, such as when magnitude images are recorded, low‐order spatial 
phase variations do not impose a significant penalty. We therefore develop a method for 
pulse  calculation  with  an  adjustable  regularization  parameter  de‐emphasizing  the 
excitation phase profile  and  study  the potential  benefits  in magnitude profile  fidelity 
and SAR which can accompany this relaxed constraint. 
  The  idea of permitting phase variation  in  the  excitation profile has previously 
been  exploited  in  several  applications,  including  the  design  of  quadratic‐phase  RF 
pulses  (61,62), RF shimming  (43‐45,63), and  frequency‐sweep pulses  (64), with benefits 
such as improved magnitude transition bands for saturation pulses, homogeneity for RF 
shimming, and  reduced RF peak power  for  frequency‐sweep pulses.  In  this work, we 
propose  a method  that  allows us  take  advantage  of  relaxed  constraints  on  the phase 
profile  for  parallel  excitation  design. Our  approach  is  based  on  a  variant  of  a  local 
optimization method used for solving general magnitude least square problems (65). We 
demonstrate the method using a 2D spiral excitation with R=4 fold acceleration over the 




  Recently,  at  the  ISMRM’07  conference,  Katscher  el  al.  (66)  demonstrated  the 















2arg min{ ( )}b wb Ab m R b= − +  
where, m  is  the  target  transverse magnetization after excitation, and b contains  the RF 
waveforms.  The  optimization  is  performed  over  the  Region  of  Interest  implied  by  a 
weighting,  w,  and  ( )R b denotes  a  regularization  term  that  may  be  use  to  control 
integrated  and peak RF power. With Equation  23, RF waveforms  are  found  that will 
reduce  the  deviations  from  the  target  profile  in  both  the  magnitude  and  phase. 
                                                 
1 Significant phase variation across a voxel will cause signal loss when the signal is summed up across the 
voxel to create an image. 
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However,  in  many  applications,  such  as  conventional  slice‐selective  excitation  for 
structural  imaging where only magnitude  images are of  interest, the primary metric of 




arg min{ ( )}b wb Ab m R b= − +  
may provide an improved magnitude profile, but at the cost of increased spatial phase 
variations. Here, m  is  specified  as  a  real‐valued  vector. Unlike Equation  23,  the MLS 
optimization,  represented  by  Equation  24,  is  unfortunately  not  convex  and  generally 
cannot  be  solved  with  a  guarantee  of  global  optimality.  Kassakian  (65)  recently 
proposed  two different methods (in  the context of audio signal processing) for solving 
this MLS problem,  but without  any  regard  to  the  resulting phase profile. With  these 
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vector,  z,  contains  values  zi with  a modulus  of  1  and  phase  equal  to  that  of Aib. By 
starting with a feasible pair, b and z, and then keeping one variable fixed and solving for 
the  other, we  can  only  improve  the  objective  function.  Since  the  objective  function  is 
non‐negative, by alternating this procedure a local minimum will eventually be reached. 





loop, as  shown  schematically  in Figure 33, which  is a  flow diagram  summarizing  the 
modified local‐variable exchange optimization. For each iteration step, rather than using 
the  optimal  z  according  to  the  original  algorithm,  a  phase‐smoothed  version  of  the 
optimal  z was  calculated  and  used  in  the  optimization.  This modification  forces  the 
phase  of  z  to  evolve  smoothly. However,  there  are  natural  tradeoffs  in  the  choice  of 
degree  of  phase  smoothing  for  z,  such  that  too  much  smoothing  places  overly 
conservative  constraints  on  the  optimization,  resulting  in  a  solution  with  an 
unnecessarily  high  cost.  To  avoid  over‐constraining  the  problem,  the  effect  of  the 
smoothing parameter was evaluated. For our designs, we chose a Gaussian smoothing 
kernel  and  empirically  found  that  a  good  compromise  of  phase  smoothing  could  be 
obtained by applying a 5x5‐pixel Gaussian low‐pass filter with σ=2 pixels to smooth the 
phase profile variation  to  less  than 8°/mm. This phase smoothing was only applied  to 
non‐zero‐magnitude regions in the excitation target profile. As a final design step, after 
the  completion  of  the  optimization,  a  short  ‘rewinder’  gradient was  appended  to  the 
excitation pulse to remove any residual linear component of the spatial phase variation. 




optimization. During  the  iterative optimization process, a  smoothed version of  the excitation phase 
from  the  previous  iteration  is  used  as  the  target  excitation  phase  for  the  current  iteration.  The 
smoothing  of  the  excitation  phase  profile  is  performed  using  a  designer‐specified Gaussian  filter, 








with  sinc  sub‐pulses’  time‐bandwidth‐product  equal  to  4. A  square  excitation  target 
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profile was used for the spiral excitation and a uniform slice‐selective excitation of 1 cm 
thickness  target  profile was  used  for  the  spoke. Maximum  gradient  amplitude  of  25 
mT/m and slew rate of 150 T/m/s were used for all designs. 
  Similar  to  (11),  Tikhonov  regularization  ( 2
2
( )R b bβ= )  was  used  for  both 
conventional LS and MLS optimizations. For both spiral and spoke excitations,  the RF 
pulses were  designed  for  a  set  of  Tikhonov  regularization  parameter  values  (β )  to 
illustrate  the  clear  tradeoff between  the  reduction  in  excitation  error  and  the  increase 





RMMSE Ab m= −   







For  experimental verification  of  the method,  the RF pulses were  tested  on  a  Siemens 
prototype  7T Magnetom  scanner  (Erlangen,  Germany),  equipped  with  an  8‐channel 
transmit system, with maximum gradient amplitude of 40 mT/m and slew  rate of 200 
T/m/s. An 8‐channel stripline coil array was used for transmit and receive (30). The RF 
array  was  built  around  a  28‐cm  diameter  acrylic  tube  (Figure  34)  and  was  driven 
through a  transmit‐receive switch at each of  the 8 rungs. For parallel  transmission, the 
individual coil elements are each driven directly by a RF amplifier. For signal reception, 
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the 8 receive channels from the same coil array are combined to create mode‐1 birdcage 
reception.  All  measurements  were  performed  in  a  17‐cm  diameter  doped  water 
phantom,  containing  1.25grams/liter  of  Nickel  Sulfate  and  5  grams/liter  of  Sodium 
Chloride. A  cylindrical  loading  ring  (filled with  doped water  containing Manganese 
Chloride  to  reduce  its  T1  to  less  than  3ms),  was  used  to  reduce  the  amount  of  B1 










spherical phantom placed  inside a  loading  ring. Also  shown  is an example of  the  transmit‐received 
image  (TX‐RX)  of  the  birdcage  mode  of  the  array  for  an  axial  brain  section  that  demonstrates 
comparable inhomogeneity to the transmit‐received image of the phantom. 
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Low‐flip‐angle Validation  
In  (11),  it was shown  that with  low Tikhonov  regularization parameter value  ( β ),  i.e. 
high RF power requirement, the excitation profile can be heavily degraded from the low 





increasing  voltages  and  quantified  the  resulting  profiles.  For  very  low  excitation 
voltages, the signal‐to‐noise ratio (SNR) is low, and at high excitation voltage, the low‐
flip‐angle approximation fails. We chose the voltages for our experiments to be such that 
our data  are  acquired with  ample  SNR,  but  at  the  same  time  are  low  enough  to  not 
violate  the  low‐flip‐angle  approximation.  In  our  current  setup,  we  found  that  this 
favorable operating range for the voltage extended from 30V to 100V for this design ( β  
= 0.3).  
  The  excitation  patterns  were  imaged  using  a  standard  3D  imaging  sequence 
(gradient‐recalled echo) with matrix = 128x128x32, FOV = 256mm x 256mm x 160mm, 
voxel resolution = 2mm x 2mm x5mm, TR/TE/BW = 100ms, 6ms, 260pixel. The excitation 
profile  was  inferred  by  dividing  the  reconstructed  image  by  the  estimation  of  the 
birdcage  receive  profile.  The  RF  excitation  pulses  were  adjusted  so  that  all  the 
experimental results are of the same target flip angle. 
  To make  a  comparison  between  simulation  and  experimental  results,  the  root 
magnitude mean square error (RMMSE) for the simulation data is calculated assuming a 
target  transverse magnetization  value  of mxy  =  0.1.  For  the  experimental  results,  the 
intensity is scaled so that the mean signal in the target excitation ROI matches that of the 
simulation, after which the RMMSE is then calculated 





an  additional  70μs  for  the  rewinder  gradient  in  the MLS  cases.  Figure  35a)  shows  a 









and  blue  curves  represent  the  simulation  results  for  conventional  LS  and  MLS, 
respectively.  Similarly,  the  solid  red  and  blue  curves  show  the  experimental  tradeoff 
between mean square error and pulse energy at the different regularization parameters. 




operating  system),  for  the  spiral‐based  designs  ranged  from  5‐8 minutes  for  higher 
Tikhonov  regularization parameter values, up  to  approximately  35 minutes  for  lower 
value ( β = 0.3).  




and b) respectively. Similar  to Figure 35a),  the magnitude profile of  the MLS design  is 












readout.  The  figure  illustrates  the  excitation magnitude  profile  improvement with  the Magnitude 
Least  Squares  design when  compared  to  the  conventional  Least  Squares  design  for  the  Tikhonov 
regularization parameter value of 1.5. The top row compares the overall excitation. The window and 
level parameters  for  the second row are set  to bring out  the background noise, and  the  third row  is 











Figure  36:  Experimental  square‐target  excitation  for  a  fixed  value  of  Tikhonov  regularization 
parameter ( β = 1.5), magnitude (left) and phase (right) by, a)  conventional least‐squares optimization, 
and  b)  by magnitude  least  squares.  Larger  variation  of  spatial  phase  profile  is  observed  for  the 
magnitude  least  squares  design  as  expected.  Additionally,  the  MLS  design  yields  better  target 
excitation and background suppression within the phantom outside the target square. Panel c) shows 
a zoomed region of  the phase profile from  the MLS design, and shows  the high degree of similarity 
between experimental (left) and simulation results (right).   
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Spoke Trajectory  
The  4‐spokes  pulse  design  yielded  2.86  ms  long  pulses.  Figure  37a)&b)  shows  a 
comparison between  the best  (lowest RMMSE) uniform  in‐plane slice‐selective profiles 
achieved using the LS (a) and the MLS (b) design. The magnitude profile resulting from 
the MLS  design  is  significantly more  uniform  with  a  reduction  in  RMMSE  of  51% 




vs.  the  normalized RF  voltage  norm  across  all  eight  channels  (
2
b )  for  six  different 





spoke‐based designs  is much  less compare  to  the spiral‐based design, with calculation 
time of less than 1 minutes for any of the Tikhonov regularization parameter values. 












squares  (a),  and magnitude  least  squares  (b),  for  the  Tikhonov  regularization  parameter  pair  that 
resulted  in  the  lowest experimental RMMSE.  In each panel,  the  top row shows  the experimental  in‐
plane and through‐slice profiles, while the lower right  image shows the predicted profile based on a 












Figure  38:  Experimental  magnitude  (left)  and  phase  (right)  results  for  a  4‐Spokes  excitation  by 
conventional  least‐squares  (a),  and  magnitude  least  squares  (b),  for  the  Tikhonov  regularization 
parameter pair  that  resulted  in  the  lowest  experimental RMMSE. Larger  variation  of  spatial phase 
profile is observed for the magnitude least squares design as expected. Additionally, the MLS design 
yields a much more uniform magnitude profile. Panel c) shows a zoomed phase scaling version of the 
phase profile  from  the MLS design, and  shows  the high degree of  similarity between  experimental 
(left) and simulation results (right). 
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4.5 Discussion 
We have  successfully developed,  implemented,  and demonstrated a design  algorithm 
for multi‐channel parallel excitation  that minimizes  the deviation  in  the magnitude of 
the  transverse  magnetization  profile  from  its  target  and  reduces  the  pulse  power 
required. This  improved performance  is achieved at the cost of  increased spatial phase 
variation, under  the control of  the designer, and resulted here  in negligible  intra‐voxel 
dephasing.  Experimental  results  at  7T  matched  well  with  the  simulation;  showing 
significantly  improved  performance  compared  to  conventional  least‐squares  design 
where the phase target is explicitly constrained.  
  For  the  2D  spiral  design,  the  experimental  RMMSE  matched  well  with  the 
predicted values  from  the simulated data  for both LS and MLS methods  (Figure 35b). 
However,  at  smaller Tikhonov  regularization parameter values  ( β ),  the  experimental 
RMMSE  starts  to deviate more  from  the prediction. We  explain  this phenomenon  by 








trend  to  that  of  the  simulation  results,  although  with  higher  error  values.  In  our 
simulation studies, we found that the spoke design  is much more susceptible to B0 off‐
resonance  and  eddy  current  effects  when  compared  to  the  spiral  design.  This 
vulnerability  is  likely  to be part of  the cause  for  the  increased error. Our  future work 
includes the exact quantification of the source of this error and possibly the design for a 
correction method.   
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  Also  in  Figure  37c),  an  increase  in  error  at  lower  Tikhonov  regularization 








control  of  the  in‐plane  excitation  profile  when  compared  to  the  spiral  trajectory. 
Therefore,  the gain  from relaxing  the  in‐plane excitation phase constrain  for  the spoke 
design should be much larger.     
  This work  is  a  novel  study  of  the  possible  benefits  from  relaxing  the  phase 
constraint in parallel excitation design. To relax the phase constraint, the design problem 
was  mapped  to  an  MLS  optimization.  Because  of  the  non‐convex  nature  of  this 
optimization,  currently  no  method  solves  the  problem  with  a  guaranteed  global 
optimality of the solution. We chose to extend the local variable exchange method (65) to 
solve the problem because it allows us to impose the smoothly varying phase constraint. 
Other methods  exist  for  solving MLS  problems,  including  the  relaxed  semi‐definite 
programming method  (65). Future work  includes an exploration of alternate means  to 
solve the posed MLS problem for parallel RF excitation.   
  This work demonstrated the benefit of MLS optimization in parallel excitation. A 
water  phantom  with  large  B1  profile  variation,  similar  to  that  observed  in  human 
imaging at high field, was used in our experimental set up. Given the significant benefit 
achieved  with  the  MLS  optimization,  particularly  for  the  mitigation  of  the 
inhomogeneous B1 profile  though  the use of  the spoke  trajectory excitation, we expect 
the MLS optimization to play an important role in parallel excitation design for human 
imaging at high field.  
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and  validated  via  a  16‐element  degenerate  stripline  array  coil  driven  with  a  butler 
matrix  to  utilize  the  8  most  favorable  birdcage  modes.  RF  and  gradient  excitation 
waveforms were designed via MLS optimization, and a spokes’ placement optimization 
algorithm. With this design method, optimized parallel excitation waveforms for human 
B1+  mitigation  were  only  67%  longer  than  conventional  single‐channel  sinc‐based 
excitation. A  comparison  of  B1+ mitigation  performance  by  parallel  transmission  and 













matrix  described  in  Chapter  3.  The  butler matrix  was  used  to  drive  the  8  optimal 
birdcage transmit modes from the 16 channel coil, and serves to make the best use of the 
RF  excitation  system,  which  has  only  8  RF  power  amplifiers.  Signal  was  received 
through mode‐1 birdcage on the 16 receive channels of the array.   
  A head‐shaped water phantom  filled with doped water  containing  1.25 g/L of 















6 minute  average.    For  determining  the  SAR  limit,  a  very  conservative  estimate was 
used. Based on  the work by Collins  et al  (68) analyzing  the worst  case  scenario  for a 
similar 16‐element stripline array, we utilized a local 10g SAR to average SAR ratio of 60. 
To assess  this, Collins and colleagues determined  the worst case  ratio of  local SAR  to 
average SAR using Finite Difference Time Domain  (FDTD) generated  field maps  in  a 
human  head  model  for  a  16‐element  stripline  coil.  Given  that  the  International 
Electrotechnical Commission (IEC) allows an average SAR of 3.2W/kg and local SAR of 
10W/kg  (a  local  to  average  ratio  of  3.125, well  below  the  estimated worst‐case  of  60) 
these results make  it clear  that  local SAR  is  the  limiting concern.   Based on  the worst‐
case local to average ratio of 60 and the IEC limit of 10W/kg for local SAR, we de‐rated 
the  allowable  average  SAR  to  0.167W/kg.  Using  a  5  kg  head  mass,  this  gives  an 
allowable average total power limit of 0.83W.  
B1+ mapping  
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Figure  40: Magnitude  (top)  and  phase  (bottom)  B1+ maps  of  the  8  optimal modes  for  a)  the  head‐
shaped phantom, and b) an axial section in human brain (subject 1).  
RF Design  
We based our RF design on the magnitude least squares (MLS) optimization method 
presented in the previous chapter along with the incorporation of B0 inhomogeneity 
correction method from Chapter 2.  Furthermore,  the  spoke  placement  in  the  k‐space 
excitation trajectory was optimized to provide additional improvement to the excitation 
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Figure 41: The optimized  three  (a) and  two‐spoke  (b) k‐space  trajectories  for  the pulse design  in  the 




to  4  was  used  for  the  sinc  sub‐pulses.  For  our  initial  phantom  work  where  B1+ 
inhomogeneity was very severe, a three‐spoke excitation trajectory was employed. Slice‐
selective  specifications  of  1‐cm  thickness,  along  with  maximum  gradient  amplitude 
constrain of 20 mT/m, and slew  rate constrain of 150 T/m/s were used. For  the  in vivo 
studies, a two‐spoke excitation trajectory was used with a slice‐selective specification of 
0.5‐cm  thickness, maximum  gradient  amplitude  constrain  of  30 mT/m,  and  slew  rate 
constrain of 150 T/m/s. 




k‐space  origin.  The  predicted magnetization  patterns  were  calculated  using  a  Bloch 
equation simulation of the parallel RF excitation. 











  The  excitations  were  imaged  with  a  standard  2D  (gradient‐recalled  echo) 
sequence with matrix  =  80x80,  FOV  =  20  x  20  cm2,  voxel  resolution  =  2.5  x  2.5mm2, 
TR/TE/BW = 1s/5ms/260 Hz/pixel, where the combination of relatively long TR and low‐
flip‐angle excitations  resulted  in proton‐density weighted  images. The  flip‐angle maps 
of  the  excitations were  inferred  from  the  proton‐density  images  by  dividing  out  the 
estimated density‐weighted receive profile1,  i k( , ) ( , )x y RX x yρ , and taking inverse sine. 
  Standard deviation and uniformity  threshold  levels were used  for quantitative 
comparison  between mode‐1  birdcage, RF  shimming  and  spoke  excitation.  For  a  fair 
comparison of the standard deviation, the excitation flip‐angle profiles were all scaled to 
have a mean value of 1.0 before the standard deviation was calculated (i.e. normalized 
standard  deviation).  The  uniformity  threshold  levels  used  in  the  comparisons,  ‘<10% 





volume pixels  in  the periphery of  the phantom. For  the  in vivo cases,  the mask  is also 
                                                 
1 As outlined in Chapter 3, an estimate of the density-weighted receive profile is obtained as a by product in 
the B1+ profile estimation. 
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generated using  the birdcage Tx‐Rx  image. However, an additional refinement step of 









B1+ mitigation  task due  to  the severity of  the  transmit profile variation with a peak‐to‐
valley magnitude  variation  of  6.8‐to‐1  in  B1+  at  an  approximately  central  axial  slice 
through  the  phantom.  The  conventional,  sinc‐based  mode‐1  birdcage  excitation 
demonstrates  the  consequences  of  this  severe  B1+  inhomogeneity  as  a  highly  non‐
uniform in‐plane flip‐angle (Figure 42a), while RF shimming (single‐spoke at DC) is able 
to partly mitigate the B1+ variation ((Figure 42b). We note that the mode selected by the 





  The partial mitigation of  the RF shimming  is dramatically  improved by adding 
another two spokes to the excitation as  is clear from Figure 42c. Visually, based on the 
images and line profiles, the B1+ mitigation of the spokes is excellent. Also quantitatively, 
based  on  the  standard  deviation  across  the  FOX  and  the  10%  and  20%  deviation 
brackets,  the  three‐spoke  mitigation  significantly  outperforms  RF  shimming.  The 
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excite  the  FOX with  a  uniform  phase  and magnitude, while  the MLS  allows  slowly‐
varying  spatial phase  of  the  excitation  in  order  to  improve  on  the magnitude profile 
uniformity. Clearly, as  seen  in Figure  43,  this  relaxation of  the phase  constraint by  the 
MLS spoke design yields a very favorable tradeoff for the B1+ mitigation. Further, as seen 
in Figure 44, this excitation phase variation in the MLS pulse is negligible compared to 
the  B0  inhomogeneity‐induced  phase  accrual  at  TE=5ms  at  7T.  The  spatial  excitation 
phase is very slowly varying, is far from introducing intra‐voxel dephasing, and is much 
smaller than the accrued B0 inhomogeneity‐induced phase at the gradient‐recalled echo 
time  of  5  ms  for  this  phantom.  The  displayed  phase  of  the  experimental  result  is 
calculated from the phase at TE=5ms by unwinding the effect due to B0 inhomogeneity, 
0 ( , ) effiB x y TEe− ⋅ , where TEeff is the time from center of excitation k‐space to center of readout 
k‐space.  







Figure  42:  Head‐shaped  water  phantom  B1+  mitigation.  Flip‐angle  maps  and  line  profiles  for:  a) 
Birdcage  mode  with  conventional  1‐ms  long  sinc  slice‐selective  excitation,  demonstrating  a  1:6.8 
magnitude  variation  within  the  field‐of‐excitation  (FOX);  b)  RF  shimming,  1  ms‐long  pulse, 
demonstrating a substantial residual flip‐angle  inhomogeneity as measured by the residual standard 
deviation  and  threshold  metrics;  and,  c)  three‐spoke  MLS,  slice‐selective  2.4‐ms  long  pulse, 
demonstrating excellent mitigation of the B1+ inhomogeneity. 






design with  the  same  k‐space  trajectory  (2.4 ms)  and  pulse  shape  (sinc,  time‐bandwidth  product=4)  as 
demonstrated on a head‐shaped water phantom with substantial Tx  inhomogeneity. On the  left  is a Bloch 
simulation  of  the magnitude  and phase profiles,  on  the  right  are  experimental  results with  line profiles 
through the magnitude image. Also shown, bottom right, is the excitation phase profile. 
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B1+ mitigation in vivo.  
Based  on  the  successful mitigation  of  the  significant  B1+  inhomogeneity  in  the water 
phantom, we  ran  in vivo experiments on six human subjects  to demonstrate  flip‐angle 
correction for brain imaging in the presence of inhomogeneous B1+ and B0. Figure 45 and 
Figure  46  compare  the  excitation  performance  of  mode‐1  birdcage  (top  row),  RF 
shimming (center row), and two‐spoke excitation pulses (bottom row) for two of the six 
subjects. The results in Figure 45 are for subject 1 who exhibits an average amount of B1+ 
variation  in  the birdcage excitation, as measured by  the  standard deviation  (σ), when 
compared to the other subjects. The results in Figure 46 are for subject 5 who exhibits the 
largest amount of B1+ variation  in  the birdcage excitation.  In each  figure, on  the  left of 




the  birdcage  excitation,  but  still  suffers  from  significant  residual  flip‐angle 
inhomogeneity, whereas  the  two‐spoke  excitation  provides  excellent mitigation.  It  is 
noted  that  small  amount  of  residual  anatomy  exists  in  the  flip‐angle map  estimates, 
which most  likely  arises  from  small  subject movement  between  the  time  of  density‐
weighted  receive  profile  estimation  and  the  imaging  of  the  mitigated  excitation. 
Nonetheless, given the considerable improvement in the mitigation performance by the 
spoke excitation, this minor estimation artifact does not affect the overall conclusion that 
the  two‐spoke,  slice‐selective  parallel  RF  excitation  yields  very  effective  flip‐angle 
mitigation.  
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Table 1 tabulates the standard deviation and pixel fractions for 10% and 20% deviation 
of  the  transmit profile  for  birdcage, RF  shimming,  and  two‐spoke  excitation  for  all  6 
subjects. The  trend  across  the data  is very  clear. The birdcage  excitation  is by  far  the 
most  inhomogeneous,  the  RF  shimming  provides  some  improvement,  and  the  two‐
spoke  excitation  is  the most homogenous  and  reliable  excitation  for  slice‐selective B1+ 
mitigation. The associated tradeoff in pulse duration is 2.29 ms for two‐spoke excitation 
vs.  1.37 ms  for birdcage  and RF  shimming  excitation. Note  that  the  increase  in pulse 
duration of  the  two‐spoke excitation over  the birdcage and RF  shimming excitation  is 
67% rather than 100%, since the two‐spoke excitation utilizes a single gradient rephasing 
lobe identical to one used in the birdcage and RF shimming excitation.   




simulation  results  obtained  for  the  six  human  subjects,  the  average  reduction  in 
excitation  error  (measured  here  as  the  standard  deviation)  is  10.5%,  and  the  average 
reduction in RF pulse energy and peak power are 9% and 3.4% respectively. 
  Table 2 tabulates the total energy and peak power of RF pulses used for birdcage, 
RF  shimming,  and  two‐spoke  excitation  for  all  6  subjects.  To  provide  a  fairer 
comparison,  the  longer  pulse  duration  of  the  two‐spoke  excitation  is  accounted  for. 
Namely, the RF energy and peak power calculation for the birdcage and RF shimming 





excitation  is approximately double  that of  the birdcage excitation and  is slightly  lower 











pulses  for  all  six  subjects. The  reported  energy  and  power  are  for  excitation  pulses  of  normalized 
duration.   
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  Figure 47  shows  the slice profile performance of  the  two‐spoke excitation on a 
human  subject  (subject  4).  In  Figure  47‐a,  the  experimental  slice  profile  is  plotted  as 
circles, along with  the predicted profile by  simulation which  is  shown as a  solid  line. 
Each  data  point  along  the  profile  represents  the  average  in‐plane  intensity  at  that 
particular  z‐location.  Good  agreement  between  experiment  and  prediction  can  be 
observed, with excellent slice selection behavior. In Figure 47‐b are the in‐plane images 
(after compensating for the effect of the receive profile) of 1‐mm separation along z, over 





line represents  the predicted profile and  the circles represent  the experimental data. Each data point 
along the slice profile represents the average in‐plane intensity at that particular z‐location. b) In‐plane 
images (a)‐(j), at 1‐mm separation along z, over a 1‐cm range around the 0.5‐cm excited slice.   






in any of  the  six  subjects. Correspondingly, a  three‐spoke  excitation was used  for  the 












ring with  local  coil  elements  placed  horizontally  adjacent  to  each  other,  is  that  it  is 
primarily fit for transversal acceleration and hence mitigation in the axial plane. Future 
work on coil development will address this point and extend the coil design to allow for 
longitudinal  profile  variation  between  the  coil  elements,  and  therefore  longitudinal 
acceleration. We  expect  that  the  presented methodology  for  slice‐selective  excitation 
with  B1+ mitigation will  hold  for  sagittal,  coronal  and  generally  oblique  scan  planes 
beyond the currently presented axial demonstrations. 
  As part of  the RF design method used  in  this work, a  simple and  fast k‐space 
excitation trajectory optimization was employed to provide significant improvement in 
the  excitation performance. Based on  the performance of  a Linux  Intel® Xeon  3 GHz 
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server,  in Matlab,  this optimization process can be performed  in ~50 seconds. We note 
that the optimization procedure can easily be made more sophisticated by evaluating the 
optimal  spoke  placement  on  a  finer  grid,  but  we  suggest  limiting  the  search  to 
symmetric  placement  of  spokes  in  (kx,ky)  for  these  simple  designs  to maintain  them 




Slice‐selective  RF waveforms  that mitigate  severe  B1+  inhomogeneity  at  7  Tesla were 
designed  and  demonstrated  for  parallel  excitation  in  phantom  and  in  six  human 
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use  in applications where excitation over a spectral band  is required. An example  is  in 
Chemical  shift  imaging  (CSI) which  is  an  imaging  technique  that  is  used  to  obtain 
quantification  of  brain  metabolites,  important  in  diagnosis  of  neuro‐degenerative 
diseases. CSI relies on signal generation from metabolites which similar to water contain 
hydrogen  nuclei  with  a  magnetic  dipole  moment.  However,  due  to  differences  in 
chemical environment,  these dipole moments exhibit spin  frequencies  that are slightly 




larger  frequency  spread  between  metabolites  allowing  for  easier  separation  of 
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metabolites’ signals, and weaker spin coupling. However, the detrimental effects of B1+ 
inhomogeneities  at  high‐field  pose  significant  problems,  and  in  order  to  realize  the 
benefits of high‐field to CSI, broadband RF excitations that mitigate B1+  inhomogeneity 
and  achieve  uniform  flip  angle  over  both  the  spatial  field  of  view  and  a  specified 
spectral  bandwidth  are  necessary.  This  additional  bandwidth  constraint  over 
conventional  imaging  presents  a  substantial  challenge  for  current  parallel  RF  design 
methods which, to date, have not explicitly incorporated this constraint into the design 
problem.  
  This  work  outlines  a  design  method  for  a  general  parallel  spectral‐spatial 
excitation that achieves a target‐error minimization simultaneously over a bandwidth of 
frequencies  and  a  specified  spatial‐domain.  The  method  is  based  on  extending  the 
spatial  domain  formulation  with  Magnitude  Least  Squares  (MLS)  optimization 
presented in Chapter 4. In demonstrating the capability of this new technique, a uniform 
wideband  slice‐selective  excitation was designed using  the  spoke‐based  trajectories  to 
mitigate  the extensive B1+  inhomogeneity present  in a head‐sized water phantom at 7T 
over a 600 Hz spectral bandwidth. The performance of the resulting 1.76‐ms duration, 5‐
cm  thick  slab‐selective  excitation RF pulse was validated using  an  8‐channel  transmit 
array system on a 7T human MRI scanner. 
6.2 Theory 
The  spectral‐spatial  excitation  design  is  a  direct  extension  of  the  spatial‐domain 
approach with MLS optimization presented in Chapter 4. To design for spatial excitation 
profile  (m)  at  a  set  of  N  different  frequencies,  we  extend  the  set  of  equations  and 
concatenate the m vector and the A matrix corresponding to the N design frequencies (1, 
2, ….., N) to form:  
























⎡ ⎤ ⎡ ⎤⎢ ⎥ ⎢ ⎥⎢ ⎥ ⎢ ⎥= ×⎢ ⎥ ⎢ ⎥⎢ ⎥ ⎢ ⎥⎢ ⎥ ⎢ ⎥⎣ ⎦⎢ ⎥⎣ ⎦
##  
The concatenated equation can then be solved, as before, via MLS optimization.  





often  phased  for  the  purpose  of  display  or  quantification,  the  information  about  the 
spatial phase offset due  to  the excitation  is known and can be  incorporated as a priori 
information.   
  For  accurate  spatial  excitation  in  the  presence  of  B0  inhomogeniety,  B0 
inhomogeneity  correction  (B0  tracking)  is  also  incorporated  into  the  RF  design  by 
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RF Design  




a  maximum  gradient  amplitude  and  slew  rate  limited  to  25  mT/m  and  150  T/m/s, 
resulting  in pulse duration  of  1.76 ms.  Flat magnitude  target  excitation profiles were 
specified at 3 spatial locations in z (0, ±1.75 cm), to account for the z‐variation in the coil 
transmit profiles. A set of N=5 frequency points, at [‐300 150 0 150 300] Hz, were used to 
create  the  600  Hz  excitation  bandwidth  for  B1+  mitigation.  The  resulting  k‐space 
trajectory, gradient waveforms, and RF waveform for mode 1 are shown in Figure 48. 
 
Figure 48: k‐space  trajectory for  the 4‐spokes excitation  is shown on  the  left. On  the right are  the RF 
waveform  for one of  the eight  transmission modes  (mode 1), and  the gradient waveforms  that were 
used for the excitation. 
B1+, B1‐, and B0 mapping  
The  B1 mapping method  presented  in Chapter  3 was  used. Due  to  a  small  but  non‐
negligible B1 profile variation in the z‐direction over the target field‐of‐excitation (FOX), 
a set of in‐plane B1 maps were obtained at a set of positions along z. The B1+ profiles for 
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all of  the 8  transmit modes were obtained at z = 0, ±1.75 cm, and were used  in  the RF 
design. The birdcage  receive profiles  (B1‐) were obtained at z = 0, ±1, ±2 cm, and were 
used  in  the  parallel  excitation  experiments  to divide  out  the  reconstructed  images  to 
obtain excitation profiles.  







1000 Hz  bandwidth was  compared with  RF  shimming  and  a  standard  4‐spoke MLS 
parallel excitation as  in Chapter 4. The excitation profiles at a set of offset  frequencies 
ranging from ‐500 to +500 Hz in steps of 100 Hz were simulated for all three designs. The 
uniformity  of  the  excitations was  quantified  and  compared  using  standard  deviation 
(σ ) of  the pixels  in  the FOX. For a  fair comparison,  the same Tikhonov regularization 
parameter  value  ( β )  was  used  for  all  three  designs,  where  it  was  empirically 
determined that the  β  value of 0.001 provides a good tradeoff between excitation error 
and RF power for all three designs.  
  For  the RF  shimming design,  a multidimensional Powell optimization method 






In  trying  to  obtain  the  best‐case  performance  of  RF  shimming  that will  be  used  to 
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compare with  the other  two design  techniques, multidimensional Powell optimization 
method  (71)  was  employed  for  the  RF  shimming  design.  The  solution  to  this 
optimization method for RF shimming results  in a more uniform magnitude excitation 
profile although it contains a much more rapidly varying phase.  
  For  experimental  validation,  RF  pulses  for  the  spectral‐spatial  design  were 
transmitted at a set of offset frequencies ranging from ‐500 to +500 Hz in steps of 100 Hz. 
The  uniformity  of  the  resulting  excitation  profiles  was  then  compared  to  the  ones 
obtained from simulation.  
  All the excitations were  imaged with a standard 3D  imaging sequence with the 
same imaging parameters as in Chapter 4. The excitation profiles were again inferred by 
dividing  the  reconstructed  image  by  the  estimated  spin‐density  weighted  birdcage 
receive  profile.  The  RF  excitation  pulse  amplitudes  were  adjusted  so  that  all  the 
experimental excitations were for the target flip angle of 5°. 
6.4 Results 
Figure 49  shows  the  in‐plane excitation profiles at  the  center  frequency  (0 Hz)  for RF 
shimming,  a  conventional  water‐only  spoke  design,  and  spectral‐spatial  spoke 
excitations. These three methods yielded B1+ deviations from the ideal uniform target (as 
measured by  the standard deviation) of 14%, 2.84%, and 4.54 %  respectively, while  in 





the  conventional  and  spectral‐spatial  spoke  excitations.  On  the  other  hand,  the 
conventional  4‐spoke  excitation mitigated  essentially  all of  the B1+  inhomogeneity  (for 
this on‐resonance excitation), while the spectral‐spatial version of the 4‐spoke excitation 
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the  advantage  of  being  essentially  unaffected  by  off‐resonant  effects  (dictated  by  the 
short duration  (0.5ms)  sinc‐like pulse used),  its  σ  value  is high. The performance, as 
measured  by  the  σ   value,  for  the  conventional  4‐spoke  excitation  is  excellent  at  the 
center  frequency but deteriorates  rapidly with off‐resonance,  for  example, outside  the 
±200 Hz off‐resonance range, the σ  value obtained from this design becomes larger than 
one  obtained  from  the  RF  Shimming  design. On  the  other  hand,  the  spectral‐spatial 
pulse  trades off  a  small  amount of on‐resonance homogeneity  for  a better uniformity 
over a much wider bandwidth. For this design, the σ  value remains below 6% over the 
entire ±300 Hz design bandwidth.  
  Figure 50b) shows  the standard deviation  (σ ) plots comparing simulation and 
experimental  performances  of  the  spectral‐spatial  spoke  excitation  over  a  ±500  Hz 
frequency  range.  In  general,  the  experimental  performance  matches  well  with  the 
predicted  performance  from  simulation; with  σ   value  from  both  cases  following  a 












Figure  50:  Standard  deviation  plots  comparing  a)  the  simulated  performance  of  the  three  types  of 
excitation designs, and b)  the simulated and experimental performance of  the spectral‐spatial spoke 
excitation design over a ±500 Hz frequency range.  





excited  slab.  In  all  cases,  excellent  slice  selection  and  good  in‐plane  uniformity were 




  Figure  54  shows  the magnitude  and  phase  profiles  for  the  center  slice  of  the 
excited slab at 0, ±200 Hz.  The magnitude profile is uniform at all frequencies, while, as 
a result of MLS optimization, the phase profile varies both spatially and spectrally. The 
phase  profile  variation  is  smoothly  varying  and  resulted  in  negligible  intra‐voxel 
dephasing. 



















‐200,  0,  and  +200  Hz  respectively.  The  magnitude  profile  exhibits  good  uniformity  at  all  three 
frequencies while,  as  expected  from  the MLS  optimization,  the phase profile  varies  smoothly  both 
spatially and spectrally. 
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6.5 Discussion and Conclusions 
  In  this  work  we  generalized  the  spatial  domain  method  for  spectral‐spatial 
parallel RF design and utilized  this approach for  the design of wideband uniform slab 
selection excitation pulses  that mitigates  large B1+ variation  (peak‐to‐through ratio of > 
3:1) over a 600 Hz bandwidth. A significant  improvement  in  the spectral performance 
was  achieved  over  the  conventional  parallel  RF  design,  at  the  cost  of  only  a minor 
reduction  in  excitation  uniformity  at  the  center  frequency.  Given  this  significant 
improvement  in wideband  excitation  performance, we  expect  the  design  to  play  an 




performance was shown  to  improve significantly both  in  term of excitation uniformity 
and power requirements compared to parallel RF pulses designed with conventional LS. 
For  the design  of  the  spectral‐spatial  pulse,  in  addition  to  allowing  for  spatial  phase 
variation, permitting spectral phase variation is crucial to achieve the desired magnitude 
performance  target.  In Figure  54, most  of  the  spectral phase  variation  is  from  a  bulk 
phase  shift  resulting  from  differences  in  spin  frequency.  Relaxing  the  target  design 
phase both spectrally and spatially enables the incorporation of a natural spectral phase 
variation,  avoiding  designs  that  are  ill‐conditioned,  and  would  result  in  very  poor 
magnitude excitation.  
  With  B0  tracking,  the  600 Hz  excitation  bandwidth  achieved  by  the  spectral‐
spatial  spoke  excitation would  be  sufficient  in  providing  uniform  excitation  to many 
important  metabolites  in  proton  chemical  shift  imaging  (CSI),  with  B0  tracking  to 
minimize  adverse  effects  of  spatially‐varying main  field  inhomogeneity.  In designing 
this  excitation,  no modification was made  to  the  spoke  gradient  trajectory;  therefore 








separate  spoke  excitations.  This  is  analogous  to  the  single‐channel  spectral‐spatial 
excitation described  in  (72) which  is based on  the concatenation of sinc pulses. Future 
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far  is  their  reliance on  the small‐tip‐angle  (STA) approximation, which causes  them  to 
perform poorly  at large‐flip‐angles. Recently, several promising large‐flip‐angle design 
methods for parallel transmission have been proposed (70,73‐77), with an experimental 
water  phantom  verification  performed  for  a  2D  spiral  excitation  using  an  8  channel 
transmit system at 1.5T (70). Here, we describe a new large‐flip‐angle design method for 
spoke‐based B1+ mitigated excitations. The method draws on our earlier large‐flip‐angle 
work  in  (16,76) and on  the work by Xu  et al  in  (70)  to provide a much  improved B1+ 
mitigation  capability  at  large‐flip‐angle  while  utilizing  relatively  short  duration  RF 
waveforms. The method was demonstrated via large‐flip‐angle parallel excitation of 90° 
and  180°  spin‐echo  slice‐selective  pulses  on  an  8  channel  transmit  array  at  7T  in  the 
presence  of  B1+  inhomogeneity  that matches  the  typical worst‐case  3:1  range  seen  in 
human brain in vivo. 





spatially  uniform  within‐slice  flip  angle  distribution  using  a  highly  inhomogeneous 
multi‐channel parallel  transmission system designed  for  the head at 7T. We propose a 
two‐stage  design  to  achieve  this  goal:  an  initial  (linear)  approximation  design,  and  a 
(nonlinear)  Bloch‐equation  based  iterative  optimization  design.  In  the  initial 
approximation, the RF and gradient waveforms are designed based on the linear‐class of 
large‐tip‐angle  (LCLTA) method  (69,70) with  the  incorporation  of  a magnitude  least 
square  optimization  (MLS)  criterion  as  presented  in  Chapter  4.  This  design method 
provides  a  fast  algorithm  to  create  large‐flip‐angle  excitation  that  yields  superior 
performance  to  the  standard  STA  design. Nonetheless,  the  LCLTA  design  utilizes  a 
linear  approximation  of  the  nonlinear  Bloch  equation,  resulting  in  expected 
imperfections  in  the  excitation  profile when  the  pulses  are  driven  to  yield  large  flip 
angles.  In  the second part of  the design, a Bloch‐equation based  iterative optimization 
(76) is used to achieve the ultimate performance by a refinement of the first‐stage design. 
In  this optimization,  the  solution  from  the  initial approximation process  is used as an 
initial  guess  for  an  iterative  optimization  process  that  loops  through  a  numerical 
solution  of  the  Bloch  equation  to  provide  improvement  to  the  excitation  profile. 
Substantial reduction in computation time during the 2nd design stage is achieved by the 




proposed  Xu  et  al.  (70), with  an  extension  of MLS  optimization.  The  LCLTA  design 




the  notation  in  (70),  the multi‐dimensional  excitation  calculated  for  L  coils  using  the 
LCLTA design is written as:                                 
Equation 28 
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  where,  *lS   and 
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1
lB   are  the  spatial  transmit  sensitivity  profiles  and  the  RF 
voltage waveforms for coils indexed by l, with * denoting complex conjugation, r is the 
spatial variable,  ( )rθ  is the target flip angle about the x‐axis after excitation, and k(t) is 
the  excitation  k‐space  trajectory,  defined  as  ( ) ( )
T
t
k t G dγ τ τ= − ∫ ,  where  γ  is  the 
gyromagnetic  ratio,  and  G  is  the  gradient,  and  T  is  the  duration  of  the  gradient 
waveform. After discretization  in  space  and  time,  this  expression  can be written  as  a 











bβ  denotes  the Tikhonov  regularization  term  that  is  used  to 
control  the  integrated  RF  power.  The  MLS  optimization  is  represented  by  Sb   in 
Equation 29.  





shape of all coils  to a Hanning‐windowed sinc  in kz. Consequently we only needed  to 
calculate the amplitude and phase modulation for each of the sinc spokes.  
Bloch equation iterative optimization design 





arg min{  ( )  }
      s.t. b  <  RF voltage limit
b actual desired w




  where,  actualm   is  the  actual  transverse magnetization profile  created  by  the RF 
pulses  obtained  via  Bloch  equation  simulation,  and  desiredm   represents  the  desired 
transverse magnetization profile.  Similar  to  the  initial  approximation design,  an MLS 
condition is used to allow spatially‐varying in‐plane phase and improve the magnitude 





Equation 30. Similar  to Conjugate‐gradient methods,  the Powell method  is a direction‐
set  method  where  line  minimizations  are  performed  successively  along  a  set  of 
directions  (71).  However,  unlike  the  conjugate‐gradient  methods,  the  gradient  or 
derivative of  the cost  function  is not used  in updating  this set of directions during  the 
optimization. Without the gradient information, more iterations may be required for the 
algorithm  to  converge. Nonetheless,  in  cases where  gradient  evaluation  is  expensive, 
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such as here, Powell optimization can be more efficient than conjugate‐gradient search. 





domain  representation  of  the  RF  excitation  (42).  Cost  function  calculation  via  direct 
numerical  evaluation of  the Bloch  equation  in  the  spatial domain  can be  slow. As  an 
alternative, spin domain  formulation was used  to provides a more compact  rotational 
representation  (2x2  matrices  rather  than  3x3),  resulting  in  reduced  computation.  In 
addition,  “partial”  Bloch  simulation method was  introduced  to  further  improve  the 
computational  efficiency.  The  spin  domain  formulation  and  the  “partial”  Bloch 
simulation are described below. 
  In  (42), Pauly et al. provide a derivation  for  the  spin domain Bloch  simulation 
where the spin domain matrices,  ( )iQ r , representing the rotation at different excitation 




1 1( ) ( ) ( ) ( ).n nQ r Q r Q r Q r−= ⋅⋅⋅  
  The final magnetization is then calculated by applying the total rotation, ( )Q r , to 
the initial magnetization vector. For parallel transmission, an additional step is required 
during  simulation,  whereby  the  contributions  from  the  different  RF  transmission 
channels are added vectorially prior to the spin domain matrices calculation. 
  In  deriving  the  “partial”  Bloch  simulation  for  Powell  optimization,  the  spin 
domain representation is used to describe the spoke excitation. The total rotation in the 










line minimization,  in which only  the spin domain matrices of  the modified spokes are 
recalculated. Once recalculated, these matrices are multiplied together with the matrices 
from  the  unchanged  spokes  to  create  the  new  total  rotation.  This  “partial”  Bloch 
simulation method substantially  reduces  the calculation  time of  the  line minimization, 
especially in cases where a large number of spokes are present in the RF waveform. 
  Further  reduction  in  computation  time  can  be  achieved  via  the  appropriate 
selection  of  the  spatial  points  to  be  included  in  the  optimization.  Since  the  time  to 
perform  the  Bloch  simulation  scales  linearly  with  the  number  of  spatial  points 
simulated,  computation  time  for  the  optimization  can  be minimized  by  limiting  the 
number  of  spatial  points  used  in  the  cost  function  (Equation  30). Nonetheless, with 
highly  inhomogeneous excitation coil profiles  in a parallel  transmission setup, a dense 
sample  of  simulated  points  are  required  to  provide  good  control  of  the  resulting  in‐


















  When  VERSE  is  employed  for  parallel  transmission  it  is  important  that  the 
VERSEd RF waveforms from all the transmission coils are synchronous. To achieve this 
while avoiding unnecessary increase in pulse duration, each spoke of the RF waveform 
is  VERSEd  separately.  For  each  spoke,  the  sinc  pulse with  the  largest  RF  voltage  is 
VERSEd  to  the system peak voltage  limit. Subsequently,  the other sinc pulses are  then 
VERSEd such that their durations match with that of the first VERSEd sinc pulse. 
B0 inhomogeneity correction 
B0  inhomogeneity  correction  is  incorporated  into  the  RF  design,  both  in  the  initial 
approximation design, and  in the Bloch equation  iterative optimization design. For the 
initial approximation design, a procedure similar to one presented in Chapter 2 is used. 
For  the Bloch  iterative optimization design,  the B0  inhomogeneity  is accounted  for by 
directly incorporating it into the Bloch equation simulation.  
  Additionally, when the VERSE algorithm is employed, an extra B0 compensation 
step should be applied  to  the RF waveforms.  In  the presence of B0  inhomogeneity,  the 
effect  of VERSE  on  the RF waveforms’  off‐resonance  behavior  can  lead  to  significant 
excitation  artifact.  As  an  example,  the  excitation  error  of  the  180°  spin‐echo  RF 
waveforms used  in  this work  increased by 184% after VERSEing  (The excitation error 




ranges  from  20  to  ‐80 Hz). To mitigate  this VERSE‐induced  excitation  artifact,  the RF 
waveforms  are  re‐optimized  via  the  Bloch  iterative  optimization  (post‐VERSE).  To 
ensure good convergence of this re‐optimization, the RF waveforms should  initially be 
VERSEd to a voltage level below that of the system limit (we used a margin of ~10% in 
this work). This will provide  the  re‐optimization with a better working voltage  range 
(up  to  the  system voltage  limit). With  this  re‐optimization  step,  it was  found  that  the 








To  demonstrate  the  capability  of  the  proposed  high‐flip‐angle  design  method,  the 
technique was used  to obtain parallel RF waveforms  for 1‐cm  thick  slice‐selective  90° 
and 180° spin‐echo excitation sequences that mitigate for B1+ inhomogeneity at 7T. In the 
spin‐echo  sequence,  to  create  a  sharp  slice  selection,  90°  excitation with  a  2‐cm  slice 
thickness, followed by a spin‐echo pulse with a 1‐cm slice thickness was used to ensure 
full  excitation  of  the  ±0.5  cm  slice  prior  to  the  application  of  the  180°  spin‐echo 
excitation.  Due  to  the  design  improvement  from  the  MLS  criteria,  RF  waveforms 
containing only 3 spokes were adequate for both the 90° and 180° excitations to achieve 
slice  selection  with  excellent  B1+  mitigation.  Sinc  sub‐pulses  with  time‐bandwidth‐
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product  of  4  were  used,  and  the  gradient  trajectories  were  designed  for maximum 
gradient  amplitude  and  slew  rate  limits  of  15 mT/m  and  150 T/m/s,  resulting  in pre‐





  For  each RF  pulse  design,  the  appropriate  Tikhonov  regularization  parameter 
value  ( β )  that provides  a good  tradeoff between  excitation  error  and RF power was 
empirically determined via the L‐curve plot (82).  
Experiments and Quantification 
For  high‐flip‐angle  excitations  both  the  spatial  uniformity  and  the  flip  angle  of  the 
excitation  pulses  were  quantified.  The  uniformity  of  the  excitation  profiles  was 
quantified by  the  fraction of pixels  in  the FOX  that are within ±10% and ±20%  ranges 
around  the  mean  in‐slice  signal  value,  as  well  as  by  the  normalized  standard 
deviation,σ , of  the pixels  in  the FOX.  In quantifying  the  flip‐angle, different methods 
were used for the 90° and the 180° spin‐echo excitations.  
  For  the  90°  excitation,  the  RF waveforms were  transmitted  at  a  series  of  RF 
voltage  levels, and  the average  in‐plane excitation  intensity at each  level was recorded 
and compared against ones predicted by simulation. The simulated intensities used for 
the  comparison  were  obtained  by  first  performing  the  Bloch  simulation  on  the  RF 
waveforms at a series of voltages to acquire the flip‐angle distribution,  ( , , )x y Vθ . This 
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The  image  intensity  inside  the  FOX  is  then  averaged  to  create  the  average  excitation 
intensities used for the comparison.  
  To validate the 180° pulse in the spin‐echo sequence, we measured the performance 
of  the phase  reversal  effect  of  the pulse.  For  this  task, data  acquired with  two  spin‐echo 
sequences were  compared where  the  90°  excitation  pulses  differed  in  phase  by  90°.  The 
phase  shift  caused  the  excited  transverse magnetization  to  be  shift  in phase  by  the  same 














two  data  sets  can  be  observed,  validating  the  expected  flip‐angle  behavior  of  the  90° 
excitation pulse. 











Figure 56: Simulation and experimental data plots of  the normalized average  in‐plane  intensity as a 
function of peak RF voltage for the 3‐spokes 90° excitation. Good agreement between the simulation 
and experimental data can be observed. 
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Spin‐Echo Excitation 






shows  the excitation profiles  for  this  spin‐echo  sequence. Again, excellent  in‐plane B1+ 










Figure 57: Z‐gradient  (Gz) and RF waveforms  from one of  the excitation coil  (coil 1)  for  the VERSEd 
spin‐echo sequence consisting of a 3‐spoke 90° and180° spin‐echo excitations (TE = 20 ms). Also shown 
are the Gz crusher gradients surrounding the spin‐echo RF.  
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7.5 Discussion and Conclusions 
  In  this work, we  outlined  a  design method  for  slice‐selective  large‐flip‐angle 
parallel RF  excitation.  The method was  used  to  design  both  90°  and  spin‐echo  slice‐
selective  excitations  that mitigate  severe  B1+  inhomogeneity  at  a  similar  level  to  that 
observed in human in‐vivo imaging at 7T. The RF excitations were experimentally tested 
via an eight channel parallel  transmission system, with experimental results providing 
validation  for  both  the B1+  inhomogeneity mitigation performance  as well  as  the  flip‐
angle  accuracy  of  the  excitations.  Slice‐selective  excitations with  parallel  RF  systems 
offer means  to  implement  conventional  high‐flip  excitation  sequences without  severe 
pulse‐duration  penalty,  even  at  very  high  B0  field  strengths  where  large  B1+ 
inhomogeneity is present.  






  It was  observed  that  the  Bloch  iterative  optimization was  crucial  for  the  180° 
excitation design, but does not provide much benefit  for  the 90° excitation design. For 





small. With  this  observation,  the  90°  excitation  can be  rapidly  created using  only  the 
initial approximation design. 





Higher magnetic  field  strength  scanners offer  the potential  for  improvement  in  image 
SNR  and  contrast  in MRI. However,  the presence  of dramatic  spatial  variation  in B1+ 
transmit  field  of  the  RF  coils  in  these  scanners  causes  very  unfavorable  spatial  non‐
uniformity  in  the  excitation  across  the  region  of  interest,  and  greatly  limits  the 
application of many conventional imaging techniques. This thesis was motivated by the 
critical and pressing need  to  solve  this  issue, which  is  essential  in bringing high‐field 
MRI to clinical use. Parallel transmission, an emerging technique, was used to create RF 
excitation  that mitigated dramatic B1+  inhomogeneity while satisfying  the constraint of 
sufficiently  short RF  pulses  for  practical  clinical  applications. Novel  algorithms were 
proposed  that  resulted  in  robust  and  rapid mapping  of  the  excitation  field,  excellent 
excitation control,  low RF power requirements, extension  to non‐linear  large‐flip‐angle 
excitation, as well as a new algorithm  for simultaneous spectral and spatial excitation. 
For  testing  and  validation,  these methods were  implemented  on  a  newly  developed 
parallel  transmission  platform  on  both  3T  and  7T  MRI  scanners  with  8‐channel 
transmission to demonstrate the ability of these methods for high‐fidelity B1+ mitigation. 
Further,  spatially‐tailored RF pulses were demonstrated beyond  conventional  slice‐ or 
slab‐ selective excitation. 
 





prototype  8‐channel  RF  system  at  3T  for  both  phantom  and  human  subject 
studies,  successfully  demonstrating  the  capability  of  the  technique  in  creating 
short RF excitation pulses  for mitigating B1+  inhomogeneity, and  for providing 
excitation of arbitrarily shaped volumes.  
‐ Development of a Rapid Quantitative B1 mapping  technique which  is essential 
for the implementation of Parallel Transmission at high‐field. 
‐ The  invention,  implementation,  and  phantom  validation  of  Magnitude‐least‐
squares  (MLS)  optimization  technique  for  parallel  RF  transmission  design; 
resulting  in  substantially  improvement  in  excitation  magnitude  profile  and 
reduction  in  required RF power when  compared  to  conventional Least‐square 
design technique. 
‐ Implementation and demonstration of  in vivo parallel  transmission at 7T using 
MLS and k‐space  trajectory optimizations  to  create  short excitation waveforms 
which  mitigate  severe  B1+  inhomogeneity.  In  addition,  accelerated  spatially 
tailored RF pulses which excite a high resolution square target pattern were also 
presented. 
‐ The  invention of  spectral‐spatial  excitation  algorithm  for parallel  transmission, 
along  with  the  application  of  the  algorithm  for  design,  implementation,  and 
phantom  demonstration  of  wideband  uniform  slab‐selective  excitation  that 
mitigates large B1+ variation over a 600 Hz bandwidth at 7T.  
‐ Design  algorithm,  implementation  for  efficient  computation,  and  phantom 
demonstration at 7T of parallel transmit RF waveforms for  large‐tip‐angle slice‐
selective excitation with B1+ mitigation.  
The  novel methods  presented  here will  be  essential  to  robust  clinical  applications  in 
future high‐field human imaging.  




‐ Application  of  B1+ mitigated RF  pulses  for  imaging  techniques  that  has  so  far 
been  impractical  or  suboptimal  at  7T  due  to  B1+  inhomogeneity.  With  B1+ 
mitigated excitation, the benefit of high‐field system for these techniques can be 
fully  realized.  Some  candidate  applications  are Diffusion Tensor  Imaging  (83)1 
(DTI), and Chemical Shift Imaging (via wideband spectral‐spatial excitation).  
‐ Application  of  accelerated  high  resolution  specific  volume  excitation  in 
functional MRI (84)2 (fMRI) to improve spatial and temporal resolution. Ideally, 




that  require  finer  spectral  excitation  control  such  as  in narrow  band  or multi‐
band  frequency  selective  excitation useful  in  fat  and/or water  suppression. To 
achieve finer spectral control, long RF and gradient waveforms are needed. One 
possible  approach  is  to  concatenate  a  set  of  several  separate  excitation 
waveforms.  This  is  analogous  to  the  single‐channel  spectral‐spatial  excitation 
described  in  (72), which  is based on  the concatenation of sinc excitation pulses. 
Future work  includes  the  exploration of design methods  that  could determine 
optimal  gradient  trajectory  for  different  types  of  parallel  spectral‐spatial 
excitations.      
                                                 
1 DTI is a non-invasive in vivo method for determining the directionality and magnitude of water diffusion.  
It has many applications such as in estimation of damage to nerve fibers that connect the area of the brain 
affected by the stroke to brain regions that are distant from it, and can be used to determine the 
effectiveness of stroke prevention medications. It also enables the visualization of white matter fibers in the 
brain and can map subtle changes in the white matter associated with diseases such as multiple sclerosis 
and epilepsy.  
2 fMRI is a non-invasive in vivo method for characterizing neuronal function, which enable us to see areas 
of the brain that work together during a particular perception, cognition, memory, or action.  
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‐ Development of a more  realistic SAR monitoring  technique  for  in vivo parallel 
RF  transmission.  The  in  vivo  experiments  in  this  work  employ  a  very 
conservative  SAR monitoring  system.  The worst  case  scenario  SAR  estimates 
along with  a  safety  factor  of  two  in  the  allowed  SAR  level were  used.  This 
restricted  the  usage  of  high  SAR  excitation  sequences.  Comprehensive  SAR 
simulation  for  parallel  transmission  is  required  in  order  to  allow  a  more 





lower  RF  power  excitation  does  not  always  guarantee  lower  SAR.  Recently, 
algorithms incorporating SAR as a direct constraint or trade‐off parameter in RF 
pulse design have been proposed  (85,86). Future work  includes  adapting  such 
algorithms into our pulse design methods.   
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